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NOMENCLATURE

Symbol Description
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CPM

9(10)
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A
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q
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SMD

SPM

T

Tb

Analog to Digital
Arithmetic mean diameter

Continuous pulse mode
Arithmetic mean diameter

Area mean diameter

Volume mean diameter

Sauter mean diameter

Drop diameter

Drop diameter at background

Disturbance frequency

Gray level

Wavelength

Measured average gray level

Particle boundary gradient

Relative phase shift associated with P/DPA signals

Particle sizing program

Liquid flow-rate
Standard deviation

Sauter mean diameter

Single pulse mode

Image threshold

Image threshold just above background

Droplet velocity vector
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Section 1

INTRODUCTION

Spray characterization is essential in many technologies. Improved cloud simulation for icing stud-

ies, increased efficiency for combustion technology, and design optimization of applicator nozzles

for industry and agriculture are only a few areas which benefit from accurate spray measurements.

The lack of a universally accepted calibration/verification standard and operating characteristics of

sizing instrumentation has left the questions of accuracy and repeatability in spray measurements

unanswered. Recently, various groups (e.g., ASTM Subcommittee E29.04 on Characterization of

Liquid Particles, 1986 Droplet Technology Workshop, etc.) have addressed the question of accu-

racy and calibration in drop-size instrumentation, however no agreement has been reached with

regard to methods or apparatus for standardizing drop-size measurement instruments [1]. The

following work involves the evaluation of two instruments based on different drop-sizing techniques

in side-by-side benchmark tests under identical operating conditions.

The non-intrusive nature of laser/optical techniques have shown the most promise in spray char-

acterization. Of the three major types of laser/optical techniques (i.e., imaging, doppler anemome-

try, and laser-diffraction), the laser-all,action method is most widely used, and probably the best

known system is the Malvern instrument [2]. Doppler anemometry, however, is receiving more

attention due to the recent development of Aerometric's P/DPA, which has an increased sizing

range (35:1) [3,4], in comparison to the (10:1) range for visibility dependent Doppler anemometers

[5]. With the use of real-time digital image processing to perform focus discrimination without

correction, the University of Nebraska - Lincoln (UNL) laser imaging system [6-10] has shown the

capability for true volumetric analysis. Previously, imaging systems, e.g., Weiss et al. [11], and oth-

ers, have used depth of field corrections based on the maximum measured drop-size to "back-out"

the number of smaller particles in a normalized volume. Processing time can be saved using this

method, however the assumptions may lead to errors in obtaining accurate size characteristics. The

above techniques vary in several areas; 1) sampling method (e.g., spatial vs. temporal), 2) probe

volume (e.g., line of sight averaging, crossed beams, vs. focus volume), 3) instrument drop-size

range and resolution, and 4) calibration and/or verification (e.g., reticles, monodisperse droplets,

or polydispersions). Similarities shared by the imaging technique and the laser-diffraction method

are that both are spatial sampling methods which allows for similar calibration (i.e., calibration

reticle [7,12]). The similarity in probe volume of Doppler anemometers and imaging systems al-

low for verification and comparison with minimal correction. In this work, a P/DPA and a laser

imaging system were evaluated by concurrently performing a set of baseline benchmark tests.

According to Tishkoff [13], chairman of ASTM Subcommittee E29.04 on Characterization of

Liquid Particles, the four major areas of concern in spray characterization are instrumentation,

sampling, data processing, and terminology. In the following work, the emphasis of the evaluation

was placed on instrumentation (i.e., the setup and operation of the P/DPA, a temporal sampling



instrumentin ideal conditions,and the UNL laser imaging system, a true spatial sampling in-

strument). The difference in data acquisition or sampling method was minimized by overlapping

the probe volumes of the two systems [14] and analyzing a spray under steady-state conditions

(i.e., spray characteristics remain constant with respect to time). Data processing and terminology

of the two systems closely follow the standard practices established by ASTM [15]. Taking into

account the above criteria, the comparison of the P/DPA and the UNL laser imaging system was

accomplished with minimal reduction of drop-size data.

The comparison of the P/DPA and the UNL laser imaging system is discussed in the following

order; 1) experimental apparatus including the droplet sizing instruments, 2) procedure and op-

erating conditions for the benchmark tests, 3) results obtained from the benchmark tests, and 4)
conclusions as to the operation, data representation, and comparability of the two instruments.
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Section 2

EXPERIMENTAL APPARATUS AND PROCEDURE

The apparatus, used in the benchmark tests, consisted of a P/DPA [3,4], a laser imaging/video

processing system (LI/VPS) [6-10], a MOD-1 nozzle [16], air and water supply systems (AWSS),

and the measurement instrumentation used to monitor the operating conditions of the nozzle.

Verification tests were performed using a Berglund-Liu vibrating orifice aerosol generator (VOAG)

[17,18]. Operating conditions of the tested apparatus and the setup parameters for the sizing
instruments are detailed.

2.1 P/DPA

Phase/Doppler Particle Analyzer theory and operation are described by Bachalo et al. in several

references [3,4], therefore, only a brief description of the P/DPA components and operation follows.

Setup features specific to this research axe detailed with special attention given to the selection of

appropriate photo-multiplier tube (PMT) gain voltage.

The P/DPA is a crossed beam laser Doppler anemometer (Fig. 2.1). The P/DPA transmitter

utilizes a 10 mW He-Ne laser. The transmitter beam is split and the resulting beams are focused to

a point by a convex lens. The Doppler fringes, formed at the crossed beam intersection, are relayed

to the P/DPA receiver by the refracted light from a droplet passing through the crossed beam

intersection. The P/DPA receiver uses a pair of convex lens to collect and focus the Doppler fringes

from the passing droplet onto three PMTs, aligned parallel to the droplet's velocity vector (_'). The

PMT voltages are filtered and amplified to remove the pedestal component of the burst and increase

the differentiation of Doppler frequencies in the signal (Fig. 2.2). Particle size measurements axe

determined from the phase shift in the filtered Doppler signal.

Velocity measurements axe taken identically to the laser Doppler velocimeter, but the P/DPA

is very distinct in its method of particle size measurement. Bachalo et al. [4] have shown droplet

size (Dd) to be dependent on the relative phase shift (¢) associated with a Doppler signal incident

on two adjacent PMTs.

With the operating conditions of the VOAG and the MOD-1 nozzle varying, the P/DPA also

required adjustment in operating parameters. The following is a brief summary of the P/DPA setup

parameters (Fig. 2.3). Parameters (A) and (B) are specified for the transmitter laser supplied by

the manufacturer, and do not require adjustment. Hardware parameters of the P/DPA fixed for

the duration of this work, specified according to reference [19], were; (E) the focal length of the

transmitter lens used, was 495 #m for a measurable size range of 1 to 300 micrometers (#m), (F)

the receiver was positioned 30 ° off the forward axis of the transmitter for sizing water droplets, (G)

the refractive index was set for water, and (T) the Direct Memory Access (DMA), which allows for

the storage of approximately 16,000 concurrent raw PMT signals for processing, was switched off
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to facilitate the comparison with the LI/VPS. For this research, the beam separation, parameter

(D), was alternated between 25 and 12.5 mm for the different spray size distributions generated (i.e.,

the beam separation and the transmitter lens' focal length specify the fringe spacing and number

in the probe volume which, in turn, specifies a range of allowable drop-sizes to be measured).

Other parameters, such as; (N) and (M) the high pass filter setting, (L) PMT voltage, (J) size,

and (Q) velocity ranges are set according to the specific operating conditions droplet density, size

distribution, etc.) of the VOAG or MOD-1 nozzle. The high pass filter allows only those Doppler

signals with a frequency above a preset limit to pass on for further processing. The high pass

filter setting is dependent on the average droplet velocity, and can be set by studying the count vs.

velocity distribution. The selection of a high pass filter can be fine-tuned by using an oscilloscope

to monitor the filtered PMTs for uniform signals with minimal distortion. The previous parameters

are discussed in detail in the P/DPA operating manual.

The PMT gain voltage was to be set at a point just prior to PMT saturation. The above was

accomplished by studying the saturation lights connected to each PMT. The saturation lights were

to flash intermittently 50% of the time which implied approximately 1% saturation. Following

the above procedure in performing an analysis on a high density spray, an inordinate number of

large drops showed up in the analysis (Fig. 2.4). The large drops were determined to be false by

concurrent studies by the LI/VPS and previous studies by NASA on the tested nozzle. According

to Bachalo [20], the false drops were reflections or echoes in the PMTs caused by the high density

of the spray, therefore, the PMT voltage should be set by stepping through the PMT voltage range

(i.e., approximately 275 to 475 volts), and studying the number vs. size distribution for a point

where little change occurs in the distribution shape (Fig. 2.5).

2.2 Laser Imaging/Video Processing System

The basic architecture of the LI/VPS has been described in detail by Ahlers and Alexander [8,9].

Ahlers [7] performed an analysis on static particles (e.g., polystyrene microspheres) situated in the

plane of focus of the imaging optics. Further work by Wiles [10] described a technique for focus

classification without depth of field corrections. The implementation of a particle sizing system

capable of performing analysis on aerosol sprays has been the focus of the current research program.

The following discussion is divided into sections covering: i) components and operation, 2) drop

sizing method, 3) calibration technique to minimize uncertainty due to camera tube non-linearities,

4) focus criteria, 5) modifications for dynamic measurements, and 6) software updates.

2.2.1 Components

The LI/VPS is divided into two subsystems, a laser imaging device and a video processor. The laser

imaging device (Fig. 2.6) components are: a COHU camera system (control unit and camera), a

Laser Energy Inc. (LEI) laser system (power supply unit and laser), a Laser Holography Inc. (LHI)

control system (sync circuit and laser control unit), the imaging optics, a Panasonic NV-8950

or RCA VET650 VCR, a Panasonic TQ-2023 (A) laser/optical memory disk recorder (LDR), a

Panasonic WJ-180 time/date generator, a Sony Trinitron monitor, a Sanyo monitor, and a back-

up Molectron UV Series II Model UV12 (MUV12) N2 laser. The video processor (Fig. 2.7)

consists of a Recognition Concepts Inc. (RCI) Trapix 55/32 real-time image processor, a PDP

11/73 computer for control, and the processing software. A LSI-11/03 computer is also available

for utility processing.
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The baseline sync of the laser imaging system originates with the camera control unit (CCU). The

CCU, operating on 60 Hz (line) cycle, drives the camera at video rates (i.e., one field every 16.67

milliseconds (ms) or one complete frame every 33.33 ms). The laser sync circuit (LSC); 1) receives

the CCU triggering pulse, 2) uses the CCU trigger to generate a sync pulse for the laser, 3) sets

the laser in sync with the camera process, and 4) sets the pulse rate of the laser to multiplies of 60

ttz (e.g., 30, 15, etc.), or a/lows the operator to pulse the laser manually or by computer control.

The LHI laser control unit has variable power settings with an internal sync generator. The

LEI laser system consists of a Model N2-50 power supply and pulsed laser (A = 337 nm). The

original system was operable within a range of 2-20 kW pulsed power and has been upgraded to

40 kW. By changing the mirrors in the laser tube, the pulse duration of the laser can be varied

from either 3 nanoseconds (ns) or 10 ns. A second N2 laser (MUV12) also contains its own internal

sync generator, but the power cannot be varied. The MUV12 (laser and vacuum pump) has a peak

power output of 250 kW and is limited to a pulse duration of 10 ns.

With the laser system in sync with the camera system, the object field is transferred to the

camera by the imaging optics. A plano convex lens magnifies the object field before transferring

the object field to the camera tube. System capabilities include a 500X and 1000X lens (i.e., 500X

implies 800 by 800 micrometer (#m) field of view, and 1000X implies 400 by 400 #m field of view)

for measurement. The video signal is than routed to a VCR where the images can be recorded

for later viewing as a visual aid, or the images can be sent to the digital image processor. Other

available options to the system are the use of the Panasonic time/date generator which overlays

the time, date, and optional stopwatch capabilities on the analog video signal; and the availability

of the Panasonic TQ-2023F LDR to store video frames which can provide for fast retrieval time

without the tape positioning problems associated with a VCR.

The user interfaces with the LI/VPS at the PDP 11/73 console. Through the processing

software, the user instructs the Trapix 55/32 to perform various logical and arithmetic operations

on the images supplied by the laser imaging system. The Trapix 55/32 image processor has one

megabyte of image memory which gives the processor available space to store four concurrent video

frames. The PDP 11/73 computer controls the Trapix 55/32 through a parallel interface with a

sub-library of control subroutines. The LSI-11/03 computer is also available for utility processing.

2.2.2 Sizing Method: Segmentation

The original software package developed by Ahlers [7] uses a technique called segmentation. The

segmentation technique was adopted because sequential line by line processing is inherent to the

camera system. The camera outputs a standard RS-170 composite video signal. The video signal

is composed of 525 scan lines with interlace (i.e., odd and even scan lines interwoven into one

complete frame). The segmentation technique uses the pattern recognition of the system (i.e., the

conversion of the analog video signal into discrete pixels with specific intensity level and position)

to analyze particles.

The premise of segmentation implies that discrete line segments, which lie adjacent to one

another, can be summed into discrete two-dimensional objects. With the particles appearing as

black disks on a white background in the digitized frame, the segmentation method finds the pixels

upon which the particles reside and joins them into line segments (one pixel wide) in the line by

line processing. The software matches the segments of the previous line to the current line until

the objects axe completely specified (Fig. 2.8(a)).

ll
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TheAnalog-to-Digitalconversionis performedby the Trapix 55/32.The analogsignal(i.e., video
frame) is convertedto a 512x512arraywith arrayelements(i.e., pixels) that haveeight bit pre-
cision(i.e., 256 grey levels). Ahlers showedthe optimum threshold(T) wasat a gray levelof
approximately90 [7]. Figures2.8(b)and 2.8(c),showthe digitizedparticle beforeand after the
thresholdingprocesshasbeenperformed,respectively.After-which,with thesubroutine,FINDTR,
developedby Ahlers[7],the processoris ableto find the transitionwhichoccursat the90T. With
thetwo transitionpointsof a segmentfound,theprogramprocessesthe remainderof the line until
all segmentsarefound. Theaboveprocedureis the basisfor segmentationwith programexecution
continuingin a line by line order.

2.2.3 Calibration

Previous work on the LI/VPS has included sections on calibration [7,10]. The initial work by

Alders determined the qualifiers for calibration and specified an initial set of magnification cor-

rection factors (MCF). MCF qualifiers were the micron per pixel correction, the correction for

non-linearities in the camera tube and the optimum value for the threshold of the image for sizing

particles. The camera non-linearities initially were assumed to be dependent only on the x pixel

location, this assumption required;

MCF = f(x). (2.1)

Further work by Wiles showed improved accuracy by specifying MCFs with x and y dependence;

MCF = f(x, y). (2.2)

In Alders' work, MCFs were determined by fitting experimental data points (i.e., x position,

MCF) to the appropriate curve (i.e., straight line, exponential, etc.), whereas with Wiles' work,
the MCFs as functions of x and y pixel position were found intuitively. In this researcher's work,

calibration of the system became necessary after the COHU camera tube had to be replaced due

to loss of sensitivity. Because the two-dimensional MCFs determined by Wiles were intuitive and

specific to the replaced camera tube, a new method, which could be easily repeated, had to be

deduced for determining the MCFs. Experimental data was discretized into 50 pixel intervals (Fig.

2.9), whereby the MCF was implied to be constant with respect to the x position in each interval;

50 < x < 100

100 < x < 150
fl(y),
/2(y),
f3(y), 150

200
MCF-- f5(y), 250

f0(y), 300
f7(y), 350
/8(y),

< x < 200

_< x < 250

_< x < 300

< x < 350

_< z < 400

(2.3)

400 _< x < 450

for 50 < y < 450.

The above functions could than be found by curve- fitting the data (y position, MCF) specific to

each interval. The following discussion is a description of the calibration method and procedure

used.

The calibration method uses a calibration reticle (i.e., opaque disks in the form of thin metal

films deposited on glass substrate) [12]. The configuration and particle size variation of the specific

13
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reticle (Model #RR-50-3.0-0.08-102-CF-114) used in calibration are shown in Fig. 2.10 and Table

2.1. The range in diameter of the reticle particles is 5.29 pm to 92.75 gin. The calibration reticle is

well suited for the LI/VPS because it can easily be positioned in the plane of focus of the imaging

optics, eliminating the need for depth of field correction.

The calibration procedure uses a revised version of the Particle Sizing Program (PSP) developed

by Ahlers [7]. The modified PSP is setup to collect data (i.e., particle position, x and y pixel

diameters, etc.) for a prescribed opaque disk from the calibration reticle. With the calibration

reticle in the focal plane of the imaging optics, the calibration program is started. The calibration

reticle is then positioned randomly throughout plane of focus with the program storing the data

simultaneously. With the known diameter, the MCFs are found by Equation (2.4);

MCF = True diameter (pro) (2.4)
Measured diameter (pixels)

The calculated MCF is then specified according to the particle's center position. The data is

then sorted into the perspective 50 vertical pixel intervals, and then each set of data (i.e., y pixel

position, x MCF, and y MCF) is sorted according to y pixel position. With the correction factors

specified as dependent variables of the y pixel position, the data can be set to the best fit curve.

Figure 2.11 is a flow diagram of the aforementioned procedure. The above procedure was carried

out for the 500X and the 1000X lens. The use of a different particle from the calibration reticle being

the only change in the procedure. Because the MCFs are determined in the procedure as average

values over the total diameter of the particle, the appropriate particle had to be chosen to avoid

excessive overlapping of calibration intervals. Also, to avoid the edge effect (i.e., pixel elements

being discrete implies pixels can be on or off depending on the position of the true particle's edge),

the largest available particle should be chosen.

Preliminary work showed that approximate MCF for the 500X lens was 2.1 #m/pixel, and con-

versely, 0.98 _um/pixel for the 1000X lens. As implied above for the 50 pixel intervals, a calibration

particle diameter of 25 pixels would minimize interval overlap and edge effects. Therefore, for 500X

lens, the #16 particle (i.e., 52.5 #m) was used, and conversely, for the 1000X lens, the #7 particle

(i.e., 23.90 pm) was used. The results of the above procedure and a comparison of previous system

calibrations with the present calibration is presented in Section 3.1.

2.2.4 Focus Method

Ahlers [7] performed work using polystyrene micro-spheres restrained between two glass micro-

scope slides positioned in the plane of focus of the imaging optics. The above tests verified the

methodology and calibration of the LI/VPS. As with most complex systems, development occurs

in stages, therefore Ahlers constructed a particle sizing system which performed analysis on static

and semi-static particles in the focal plane of the imaging optics with good accuracy. Wiles [10],

in the next stage in the development of the LI/VPS, defined a method of focus classification (i.e.,

particles unaffected by diffraction light scatter). As Fig. 2.12 shows, with a diffraction limited

system, particle focus is dependent on the particle's boundary gradient and it's relative intensity

as compared to background. Because of the 8-bit precision of the video processor, the particle's

intensity level with respect to background could be used as a viable criteria for focus. The parti-

cle's boundary gradient (PBG) was used as a secondary test because it rejects large out of focus

particles which appear as small particles in focus by the particle intensity level test [10].

With the 256 grey level resolution and the processing capabilities of the video processor, the

focus parameters are determined. The particle's intensity level or measured average grey level

15
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Figure 2.10: Calibration Reticle
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Table2.1: SpecificationSheetfor Calibration Reticle

CALIBRATION RETICLE: RR-50-3.0-0,08-102-CF - #114

FINAL DATA SHEET l

DIAMETER AREA VOLUME

(#m)2 NUMBER FRACTION FRACTION

1 5.29 289g 0.015 0.002
2 6.81 776 0.006 0.001
3 8.98 895 0.013 0.003
4 11.93 1171 0.030 0.009

5 17.20 1009 0.054 0.023

6 21.33 642 0.053 0.028
7 23.90 456 0.047 0.028

8 26.71 505 0.065 0.043

9 31.11 396 0.069 0.054
10 34.17 280 0.059 0.050

II 37.07 306 0.076 0.070

12 40.47 240 0.071 0.072
13 42.71 207 0.068 0.073

14 47.37 160 0.065 0.077
15 50.39 I06 0.049 0.061

16 52.50 109 0.054 0.071
17 56.23 96 0.055 0.077

18 60.70 88 0.058 0.089

19 67.04 58 0.047 0.079

20 73.48 27 0.026 0.048

21 80.58 II 0.013 0.026
22 86.99 4 0.005 0.012

23 92.75 I 0.002 0.004

TOTAL 10441 1.000 1.000

D(10) - 17.81Dm D(20) - 23.04 _m I)(21)= 29.73 9m

I)(30)- 27.69#m D(31) - 34.48 _m D(32) = 40.01 pm

I Reproduced from specification sheet supplied by the manufacturer.

2 Diameters traceable to NBS Part. #52577,

accurate to ± 2 _m (+ 3% for D > 70 #m)
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In-focus 92.75 _m Particle.

Out of Focus 02.75 #m Particle.

Figure 2.12: I,I/\"PS Focus
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(MAGL [10])is calculatedby thresholdingthe imageat theoptimum value(i.e., 90T asspecified
by Ahlers),summingthe pixel grey levels (GL) corresponding to specific particles as specified by

segmentation, and dividing by the total number of pixels per particle (Equation 2.5).

MAGL = _'j aL(i,j) (2.5)
_.j eixel(i, j)

The PBG is determined by thresholding the image twice, once at 90 T, and the second, just below

background (Tb). Referring to Fig. 2.12, the double threshold specifies the particle boundary

gradient by:

PBG = Dd - Db, (2.6)

where Db is the particle diameter at Tb. With the above parameters, focus was specified for a

volume centered on the focal plane of the transfer lens. First, a relation, constant with respect to

focal volume, was determined for the MAGL with dependence on particle diameter, and second,

the PBG was specified as a constant over the range of particle diameters specified by the MAGL
criteria.

In conclusion, Wiles developed a focus criteria for the LI/VPS. In his follow-up tests, the

criteria defined a depth of focus which remained fairly constant when tested with the reticle and

the polystyrene spheres (i.e., 52.5 _um as specified earlier). The prescribed depth of focus was

approximately 400 microns. It should be noted, Wiles' focus classification was determined and

tested with the laser pulsing at 60 Hz. Thus, the focus criteria specified a depth of focus and

classified particles based on grey level intensity from these operating conditions.

2.2.5 Modifications

The final goal of this research was the implementation of a particle sizing system capable of

performing analysis on two- phase flow (e.g., aerosol sprays). The LI/VPS has been developed

in stages; (1) Ahlers' initial work, hardware and software setup, (2) Wiles' work on system focus

classification, and (3) the the current adaptation of the system to process truly dynamic particles

in a real spray. To clarify the above statement, previous work by Ahlers and Wiles was performed

with the LI/VPS operating in the continuous pulse mode (CPM), as opposed to the current work

in the single pulse mode (SPM) (i.e., CPM suggests the imaging laser is pulsing at 60 Hz. in sync

with the camera, and SPM implies the imaging laser is off until the video processor requires a new

frame to process at which time the imaging laser is pulsed). The following discussion covers the

reasoning and implementation of the SPM, and the adaptation of the previous work to function in
the SPM.

All previous work on the LI/VPS was done in the CPM, therefore the system had to be

converted to the SPM. The reasoning for the conversion is shown in Fig. 2.13. The two graphs

were taken with the system in the CPM; the only difference being the bottom particle is dynamic

whereas the top particle is stationary. As shown, there is a significant reduction in intensity for the

dynamic particle as opposed to the stationary particle. The above behavior is due to the camera

tube's ability to refresh between successive frames. In the CPM, the dynamic particle being frozen

by the 10 ns laser pulse is present in the field of view for less than 16.67 ms (i.e., the time necessary

to complete one field), but the static particle in the CPM shows greater intensity because of the

cumulative effect of the particle blanking out the same area on the camera tube. The behavior

being time-dependent implies the camera tube reaches a constant intensity after a sufficient amount

of time. Because the software was developed for the system operating in the CPM, and all previous
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a. - Static 92.75 /_m Particle in the CPM.

b. - Dynamic 92.75 #m Particle in the CPM

Figure 2.13: Static vs. Dynamic Particle Representation in CPM
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workwasperformedon static particles (i.e., particles which have motion but appear static to the

system), the system had to be adapted to size dynamic particles. Revision to the system could be

achieved by either changing the system software, or changing the system hardware. Figure 2.14

shows the, MAGL vs. particle size, focus classification curves. As is shown, the 'dynamic' curve

is less distinct than the 'static' curve. Because of the added ambiguities in the 'dynamic' curve, a

method had to be determined to simulate the behavior of the stationary particles for the dynamic
particles.

Because of the amount of work put into the development of the system software and the success

of the focus criteria, a hardware modification was selected to accomplish the intensity contrast in

dyne-nit particles. The SPM was found to exhibit the same characteristic intensity in the dynamic

particles as found in static particles, in fact, the contrast between particle and background was

greater. The SPM was accomplished by; (1) sending a trigger signal from the control computer

to the LSC, (2) the LSC triggers the N2 laser, (3) the laser pulses, and (4) the image processor

grabs the frame just illuminated. The above procedure was accomplished by the development of

a triggering circuit (APPENDIX B). The above procedure is then followed by normal program

execution. The flow diagram in Fig. 2.15 shows the SPM integrated into the PSP with software
modification.

The software had to adapted to handle the SPM. As stated previously, the use of the SPM

produced even greater contrast between the particle image and background. Because of the greater

contrast, it was necessary to redeterrnine the focus criteria. Using the procedure outlined by Wiles
[10] (Section 2.2.4), the MAGL curve and the PBG criteria were determined in the SPM. MAGL

curves for both the CPM and the SPM are represented in Fig. 2.16. As shown in the figure, the

larger particles show greater contrast whereas the smaller particles contrast is unaffected by the

SPM. The focus criteria was determined for both the 500X and 1000X lens. The LI/VPS, at this

point, was capable of performing size measurements in a two-phase flow.

2.2.6 Software Updates

With PSP performing analysis on two-phase flows, the software had to be updated to allow for

varying conditions in the measurement analysis. Parameters, such as the sizing window specifi-

cations, output destination, etc., were queried for before processing each time the program was

executed and others, such as lens magnification, were set by changing the FORTRAN code. A

menu type of setup (Fig. 2.17) was adopted to minimize setup time and to aid the operator in

determining the most appropriate sizing conditions (APPENDIX C.1).

In aerosol sprays, the mean diameters (APPENDIX D) determined from the count vs. drop-size

data are the most common method of characterization. Characterization by mean diameters is mis-

leading when a single mode (i.e., Gaussiart distribution) is not the case, therefore the actual count

vs. drop-size distribution is also used to characterize aerosol sprays. Because of the aforementioned

reasoning and the unavailability of a suitable graphics package for the LI/VPS, a graphic algorithm

was developed. The algorithm was coded into a FORTRAN subroutine (APPENDIX C.2 ) for the

PSP with a DEC VT240 terminal for graphic simulation (Fig. 2.18(a)) and a DEC LA75 printer

for hard-copies (Fig. 2.18(b)).

2.3 Spray Test Facility

Figure 2.19 shows the configuration of equipment for the spray characterization tests. The tests

were performed in the horizontal direction due to the positioning of the sizing instrumentation.
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a. - DEC VT240 Terminal for Screen Emulation.

b. - DEC LA75 Printer for Hard-copys.

Figure 2.18: PSP Graphic Package
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The experimental apparatus was situated on a Newport Research optical table equipped for isola-

tion. The building ventilation system was used to draw off the aerosol spray after analysis. The

spray characterization tests were performed on an Mr-assist nozzle.

2.3.1 MOD-1 Nozzle

Figure 2.20 shows the MOD-1 nozzle as supplied by NASA Lewis Research Center. The nozzle

is of the atomizer type and a prototype of the nozzle proposed to be used in the NASA Altitude

Wind Tunnel to simulate various cloud structures in icing studies. Variation of the drop-size in

the aerosol spray produced by the nozzle is obtained by varying the input air and water pressures.

The water is introduced into a 1.81 inch long by 0.368 inch diameter mixing chamber through a

0.0155 inch orifice. The air is introduced into the outer wall of the mixing chamber through twelve

0.125 inch holes. After mixing, the aerosol is expelled from the mixing chamber through a 0.125

inch orifice.

2.3.2 Air and Water Supply System (AWSS)

As shown in Fig. 2.21, the AWSS was constructed to supply air and water to the MOD-1 nozzle

with the exception of the LI/VPS optics purge. The air for the AWSS is supplied by twin 100

hp Ingersoll-Rand turbine compressors with a delivery rate of 800 SCFM at 120 psig. Because of

the high water pressure necessary for the MOD-1 nozzle, a Brunswick 20.5 liter pressure vessel

was filled with water and pressurized by the supply air or for higher pressures by a regulated high

pressure N2 bottle. After pressurization, the water was filtered by an ADKIN spool filter. The

nozzle air and water supply was regulated by a WATTS Model 2235 pressure regulator and a Cole-

Parmer Model PR004-FM044-40G ttowmeter, respectively. Connection lines in the supply system

were YELLOW JACKET Model WPP0031A charging hose (500 max. psi.). The LI/VPS optics

purge used a regulated high pressure N2 bottle for a constant positive flow from the lens cover to
avoid contamination.

2.3.3 Water Flowmeter Calibration

The Cole-Palmer flowmeter was factory calibrated. The calibration was verified by collecting and

weighing the water passing through the flowmeter. The water was weighed on a HOWE model

#3074131 balance scale. Twelve flow rates were measured with three samples collected at each

flow rate. The experimental data and factory calibration data are presented in Table E13.1 with

graphical representation shown in Fig. E.13.1 (APPENDIX E).

2.4 Digital Pressure Acquisition

The digital pressure system (DPS) was developed to monitor the essential input conditions of the

MOD-1 nozzle. The DPS consists of two OMEGA Model PX304-150AV pressure transducers, a

DEC AXVll- C analog to digital (A/D) converter board, the PDP- 11/73 micro- computer hosting

the above A/D board, and a PDP RT-11 software package written to access the A/D board and

store or display the resulting pressures.
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a. - MOD-1 Schematic.

b. - MOD-1 Components.

Figure2.20:MOD-1Nozzle
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2.4.1 PressureTransducers

The OMEGA pressuretransducers(Fig.2.22)are bridgetype straingage transducers.The bridge

excitationvoltagewas 10 VDC suppliedby a Hewlett-Packard (Model Harrison 6200B) d.c.power

supplywith a bridgeoutput of 0 to 100 mVDC. The transducersare specifiedto have an operating

range of 0 to 150 psiawith 4-0.75psiaccuracy.

2.4.2 A/D converter board

The DEC AXVll-C analog-to-digital converter board was installed in the back-plane of the PDP-

11/73 microcomputer. The AXVll-C board has 12 bit digital resolution, supports up to 16 single

analog input signals or 8 differential signals, A/D conversion by program, external clock, or real

time dock, mad 1, 2, 4, and 8 (i.e, 10, 5, 2.5, and 1.25 volts) programmable gain settings. As

recommended by the manufacturer, the 8 channel differential option was chosen to maximize analog

to digital conversion, due to the 100 mV range supplied by the pressure transducers.

2.4.3 Analog-to-Digital Conversion

The transducer voltage signal is converted to a digital value available to the LI/VPS operator. An

interface box (Fig. 2.23) was constructed to utilize the full capabilities of the AXVll-C board. The

interface box has 8 A/D input ports and 2 D/A output ports using BNC connectors. The interface

box is linked to the AXVll-C board by RS232 cable and connectors. The pressure measurements

are made available to the analyst through the PDP-11/73 microcomputer. The RT-11 software

package, written in FORTRAN subroutine form (APPENDIX C.3), allows for real-time pressure

monitoring with storage and averaging capabilites for the duration of the main calling prograrn.

The AID converter is programed for a gain setting of 8 (i.e., an effective analog input range of 0

to 1.25 volts) to optimize A/D conversion of the pressure transducer output range of 0 to 100 mV.

2.4.4 Digital Pressure System Calibration

The pressure transducers were calibrated for various static pressures by pressurizing the transducers

and reading the A/D output after a steady equilibrium state had been attained. A laboratory grade

test gage was used to measure the Ustandard" pressure. The test gage, with a range of 0 to 160

psig, was calibrated using an American Steam Gage Co. deadweight pressure gage tester. With

the pressure transducer's specified input pressure rmnge of 0 to 150 psia, the calibration data was

taken within a range of 0 to 110 psig ( 14.05 to 124.05 psia). The atmospheric pressure at the time

of the calibration run was measured to be 727.29 mm Hg. or 14.05 psia from a Precision Thermo &

Inst Co. model #Z769 barometer. The experimental data is presented in Tables F14.1 and F14.2

with graphical representation shown in Figs. F14.1 and F14.2 (APPENDIX F).

2.5 Experimental Procedure

With system performance and verification as the basis for comparison, equivalent sampling was

required. As discussed earlier, the P/DPA and the LI/VPS use different methods of particle sizing
(i.e., temporal vs. spatial), but e_h instrument uses a probe volume for data collection. Therefore,

system comp_ison was dependent on spray density, droplet size range, and user designation of the

measurement volumes (i.e., the P/DPA's crossed-beam intersection volume, specified by
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Model # - PX 304-150A V

SPECIFICATIONS
Excitation: 10 VDC

Output: 0 to 100 mV
Sensitivity: 10 mV/V _+1%

Input Impedance: 1200 ohm
Output Impedance: 500 ohm

PERFORMANCE

Accuracy: _+0.5% full scale
Zero Balance: +2.0% full scale

Operable Temperature Range:
-29 to 60 ° C

a. - OMEGA Pressure Transducer Data Sheet.

b. - OMEGA Pressure Transducers.

Figure 2.22: OMEGA Pressure Transducers
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the transmitter lens chosen and beam diameter, vs. the LI/VPS focus volume, specified by the

imaging optic, aJad softwa_).

The procedure for overlapping the probe volumes is described in reference [14]. Figure 2.24

is included to show the scattered light, from drops generated by the VOAG passing through the

crossed-beam intersection volume, as seen by the LI/VPS.

2.5.1 Verification Tests

The P/DPA and the LI/VPS probe volumes for the verification tests were specified as follows; the

P/DPA transmitter lens with the 495 mm focal length and 25 mm beam separation formed a probe

volume with an approximate 160/_m w_ist diameter, and for the LI/VPS, the 1000X lens specifies

a 400x400x140 pm s volume with software selectable field of view for a 160x160x140 #m 3 volume

(Fig. 2.25).

With the above configuration, the P/DPA and the LI/VPS were tested using a TSI Model 3450

Vibrating Orifice Aerosol Generator (VOAG). Operating conditions of the VOAG were varied to

generate a size range of particles, 19.8 to 99.6 pm (Table 2.2).

Table 2.2: Verification Test Conditions
ORIFICE DISTURBANCE WATER THEORETICAL

TEST DIAMETER FREQUENCY FEED RATE DIAMETER

(#) (pro) (Hz.) (cma/min) (#m)
1 10 330.4 0.080 19.8

20 100.2 0.139 35.5
3 20 79.2 0.139 39.0

4 20 62.5 0.139 41.5

5 20 51.6 0.139 44.2

6 20 41.6 0.139 47.5
7 50 30.1 0.590 85.6
8 50 25.5 0.590 90.4

9 50 19.0 0.590 99.6

Each particle size generated either in single stream form or using the dispersion cup (Fig. 2.26)to

generated a spray was measured using the P/DPA and the LI/VIPS system. The TSI droplet

diameter (Dd) was calculated using the TSI theoretical equation (2.7);

[ 6q1 / (2.7)
Dd = L_"]J

where q is the liquid flow rate and f is the disturbance frequency. Results of tile tests are presented
in Section 3.2.
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Figure2.24:P/DPA DopplerFringesasSeenby the LI/VPS Imaging Camera

L#S FOCAL PLANE

Figure 2.25: P/DPA and LI/VPS Over-lapping Probe Volumes
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2.5.2 Spray Comparison

With the spray density and particle size range depending on the nozzle conditions, the benchmark

tests were performed for two specific cases. Inlet nozzle conditions are shown in Table 2.3.

Table 2.3:Comparison Test Conditions
CASE I CASE II

Pressure (water) 115 psia 105 psia

Pressure (air) 45 psia 65 psia

For each case, a sample was taken on centerline two feet downstream from the nozzle with suc-

ceeding samples taken radially in 0.5 inch increments to the outer edge of the spray plume.

To avoid undue comparative data reduction, the P/DPA and LI/VPS were matched in approxi-

mate probe volume size, as previously stated, and appropriate particle size range. Assuming nozzle

conditions were steady state, preliminary setup of the P/DPA and the LI/VPS was performed to

optimize instrument operation. The results of the analysis are presented in Section 3.3.
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Section 3

PKESENTATION AND DISCUSSION OF RESULTS

This section will present the results of the LI/VPS calibration tests including a comparison with

previous calibration tests, the verification tests with the VOAG, and the comparison tests using

the MOD-1 nozzle. The major concern of these results is the accuracy of the sizing measurements

with secondary interest in the comparability of the LI/VPS and the P/DPA.

3.1 LI/VPS Calibration Results

As was stated previously, the LI/VPS had to be recalibrated due to the replacement of the vidicon

camera tube. With the new vidicon tube, the MCF became approximately 2.1 #m/pixel (i.e.,

for the 500X lens), as opposed to the previous factor of 1.8 #m/pixel [7,10], for the old camera

tube. The new vidicon tube, therefore, reduced the LI/VPS measurement resolution. The above

is mentioned to explain the increased error in determining the smaller particle sizes for the 500X

lens, as well as the reasoning for the calibration of the 1000X lens. The following calibration results

specify the MCFs for the 500X and the 1000X lens. Results of previous calibration tests using the

calibration reticle have been compared to the new calibrations.

Using the procedure described in Section 2.2.3, the Equations (3.1) thru (3.4) represent the

MCFs as functions of x and y location for the two lens;

the xMCF for the 500X lens;

2.21

2.20

2.16

MCF(y) = 2.16
2.16

2.11

2.10

2.07

+ y • 0.803E - 04 for 50 _< z < 100

+ y, 0.290E - 04 for 100 _< z < 150

+ y • 0.679E - 04 for 150 _< x < 200

+ y • 0.442E - 07 for 200 _ z < 250

- y • 0.947E - 04 for 250 _ z < 300

- y • 0.306E - 07 for 300 _ z < 350

- y • 0.124E - 03 for 350 < z < 400

- y • 0.135E - 03 for 400 _< z _ 450,

(3.1)
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the yMCF forthe 500X lens;

MCF(y) =

2.10 - y, 0.183E - 03 for 50 _< z < 100

2.11 - y, 0.240E - 03 for 100 _< x < 150

2.12 - y * 0.314E - 03 for 150 _< x < 200

2.13 - y • 0.313E - 03 for 200 _< x < 250 (3.2)
2.15 - y • 0.397E - 03 for 250 _< x < 300

2.18 - y • 0.484E - 03 for 300 _< x < 350

2.19 - y, 0.505E - 03 for 350 _< x < 400

2.18 - y • 0.509E - 03 for 400 _< z < 450,

the xMCF for the 1000X lens;

MCF(y) =

0.977 % y • 8.09E

0.974 % y • 2.60E

0.967 - y • 8.12E

0.961% y • 4.73E

0.961 - y * 5.46E

0.948 - y, 3.72E

0.943 - y • 6.80E

0.920 - y • 2.58E

-05for50<z < 100

-05for100<z< 150

- 07 for150 < x < 200

- 06 for200 < z < 250

- 05 for250 < z < 300

- 05 for 300 < z < 350

- 05 for 350 _< x < 400

- 05 for 400 _< x < 450,

(3.3)

and the yMCF for the 1000X lens;

0.977 - y * 9.17E - 05 for 50 < x < 100

0.981 - y * 1.24E - 04 for 100 < x < 150

0.981 - y * 1.19E - 04 for 150 _< z < 200

MCF(y) 0.990 - y * 1.63E - 04 for 200 < x < 250
1.000 - y * 1.96E - 04 for 250 _< x < 300

1.014 - y • 2.19E - 04 for 300 < x < 350

1.027 - y • 2.63E - 04 for 350 _< z < 400

1.029 - y * 2.69E - 04 for 400 _< x < 450.

(3.4)

With the above equations, a software algorithm was setup in subroutine form to determine the cor-

rection factors as functions of particle location and for the magnification lens installed (APPENDIX

C.4).

Figures 3.1 - 3.4 show the variation of the MCFs with respect to x and y location. The similarity

in Figs. 3.1 and 3.3, as well as the similarity in Figs. 3.2 and 3.4 show the MCFs' variation is mainly

due to the geometric non-liaearities in the vidicon tube. The procedure developed to determine

the MCFs as functions of both x and y screen location is easy to use, straight-forward, and not

time consuming. The implementation of the MCFs in PSP is easily facilitated by the use of the
FORTRAN subroutine format.

The following comparison represents LI/VPS accuracy studies by this investigator and the

previous investigators [7,10]. The basis for the comparison was the utilization of the calibration
reticle with the 500X lens. Table 3.1 shows the results for the 500X lens by this investigator. Table

3.2 represents the equivalent results for the 1000X lens under similar test conditions.
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Figure 3.1: Magnification Correction Factor Behavior
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Figure 3.2: Magnification Correction Factor Behavior
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Figure 3.3: M_nification Correction Factor Behavior
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% Y Magnification Correction Factor
for the ]O00X Lens

Figure 3.4: Magnification Correction Factor Behavior
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Table 3.3 shows the average percent error for the above calibration accuracy tests with the previous

work of Ahiers [7] and Wiles [10]. A comparison of the average % error for the three accuracy tests

performed on the 500X lens shows a decrease in the % error from the one- dimensional MCF test

(i.e., 4.04% error) to the two-dimensional MCF tests (i.e., for Wiles - 2.73% error and for this work

- 3.96% error). The % error values for the test performed on the 1000X lens show an increase in

LI/VPS accuracy for all the particles measured by the 500X lens tests. The inclusion of the 5.29

_m particle in the analysis shows an increased sizing range, as opposed to previous tests.

The following results represent the initial method used to compare the P/DPA and the LI/VPS.

As specified earlier, the probe volumes of the two instruments were overlapped, and due to the

ste_y state operation of the VOAG, samples by both instruments were assumed to be nearly

identical. Two separate cases were performed to verify instrument operation and accuracy. The

first case was performed with the VOAG producing a steady single stream of drops which passed

through the concurrent probe volumes, and secondly, the dispersion cup (Fig. 2.26) was utilized

to produce a spray of monodisperse droplets which randomly pass through the concurrent probe

volumes. Nine separate tests were performed for each case with the instrument results represented

in Figs. 3.5 thru 3.13 for the case without the dispersion cup, and Figs. 3.14 thru 3.22 for the

case with the dispersion cup. Figures 3.23 and 3.24 show the TSI theoretical diameter, and the

arithmetic mean diameters from the LI/VPS and the P/DPA distributions as functions of test

number. Data in Table 3.4 has been plotted in Fig. 3.23 and 3.24 with the standard deviation

(SD) also shown. The arithmetic mean diameters of the LI/VPS and the P/DPA agree, on the

most part, with each other and the theoretical expected diameter within 4- 2.6 pro. The SD of

the samples is shown to illustrate the monodisperse behavior of the VOAG and the ability of the

LI]VPS and the P/DPA to measure the monodisper_ aerosol spray. The highest SD (i.e., 1.109

_tm) determined for the LI/VPS is shown in CASE II - Test 5, and for the P/DPA, the highest SD

(i.e., 2.073 pro) is shown in CASE I - Test 1.
Referring to Table 3.4, the first test in both cases show the maximum SD for P/DPA. The

arithmetic mean diameters, 20.5 pm for CASE I and 21.5 pm for CASE II, are within 2.0 pm of

the expected diameter, 19.8/_m. The SD of the samples may be higher than the rest, due to the

high density of drops passing through the P/DPA probe volume. This phenomena was especially
noticeable in CASE II test runs where the dispersion cup was used. As was expected, the SD for

most of the tests increased from CASE I to CASE II. The above behavior was expected, due to

the increase in number of drops passing through the edges of the probe volumes.

3.2 Results For the MOD-1 Nozzle Comparison

The following results represent a comparison of the LI/VPS and the P/DPA in side-by-side bench-

mark tests performed on a NASA MOD-1 atomizing nozzle. As previously stated, two cases (i.e.,

variation in the operating conditions of the nozzle) were studied. For each case, eight data runs (i.e.,

a data run was performed on the ce_terline, two feet down-stream from the nozzle with succeeding

data runs performed at one-half inch increments radially outward to the edge of the dispersion)

were performed by the LI/VPS and the P]DPA using a procedure similar to the VOAG analysis.

Figures 3.25 - 3.32 and Figs. 3.33 - 3.40 are the results from the P/DPA and the LI/VPS for CASE

I (i.e., nozzle conditions: Air pressure = 65 psia and Water pressure = 105 psia.) and CASE II

(i.e., nozzle conditions: Air pressure = 45 psia and Water pressure = 115 psia), respectively.
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Table 3.2: Calibration Accuracy Test

CALIBRATION RETICLE : RR-50-3.0-0.08-102-CF - #114

Fgr lh¢ ,SOOX Lens,

PART. DIAMETER Ahlers' Wiles' Current

(#) (_m) 1 TEST [7] TEST [10] TEST

Avg. % Error Avg. % Error Avg. % Error

For the I O00X Lens.

Current

TEST

Avg. % Error

1 5.29 0.00 0.00 0.00 33.65

2 6.81 17.75 ! 6.06 26.58 i 7.77

3 8.9g 7.66 7.40 8.69 4.23

4 11.93 12.12 7.53 2.77 5.28

5 17.20 3.64 1.52 10.41 4.59

6 21.33 3.33 2.04 5.77 3.89

7 23.90 2.05 2.19 5.61 3.10

8 26.71 3.01 3.89 3.03 4.16

9 3 I.! ! 5.06 1.66 2.09 3.28

I0 34.17 3.27 1.66 3.43 2.25

!! 37.07 2.34 1.21 1.79 1.54

12 40.47 1.04 1.91 1.66 4.13

13 42.71 !.50 2.50 1.19 3.39

14 47.37 3.96 1.52 1.41 0.78

15 50.39 3.44 0.94 0.77 1.51

16 52.50 2.06 !.21 !.03 0.65

17 56.23 1.35 1.09 0.44 2.22

18 60.70 0.91 1.33 1.04 3.23

19 67.04 4.50 0.83 0.66 0.60
20 73.48 3.02 ! .25 3.84 0.46

21 80.58 2.50 0.76 4.28 0.53

22 86.99 1.45 0.88 1.80 1.4 I

23 92.75 0.92 0.67 0.70 0.38

AVERAGES: 4.04 2.73 3.96 4.48

Diameters traceable to NBS Part. ,_52577,

accurale to -4"2 /_m (_+ 3% for D > 70 .urn)
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Figure 3.15: VOAG Verification w/Dispersion Cup
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Figure 3.16: VOAG Verification w/Dispersion Cup
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Figure 3.17: VOAG Verification w/Dispersion Cup
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Figure 3.18: VOAG Verification w/Dispersion Cup
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Figure 3.19: VOAG Verification w/Dispersion Cup
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Figure 3.20: VOAG Verification w/Dispersion Cup
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Figure 3.21: VOAG Verification w/Dispersion Cup
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Figure 3.22: VOAG Verification w/Dispersion Cup
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Table 3.4: VOAG Verification Results

CASE I

Vibrating Orifice Aerosol Generator w/o Dispersion Cup.

LI/VPS Results P/DPA Results

TEST

(#)

TSI
DIAMETER

(#m)

ARITHMETIC
MEAN STANDARD

DIAMETER DEVIATION

(am) (am)

ARITHMETIC
MEAN STANDARD

DIAMETER DEVIATION

(am) (am)

19.8
35.5
39.0

19.1 0.101
35.9 0.818
39.8 0.047

4 41.5 42.7 0.176
5 44.2 45.2 0.150

6 47.5 48.8 0.153

7 85.6 85.6 0.108

8 90.4 91.2 0.142

9 99.6 100.3 0.340

20.5 2.073
35.8 1.020
39.6 0.060

41.8 0.128
43.3 0.045

49.2 0.076

89.4 0.270
90.3 0.399

99.9 0.436

CASE II

Vibrating Orifice Aerosol Generator with Dispersion Cup.

LI/VPS Results P/DPA Results

TEST

(#)

TSI
DIAMETER

(am)

ARITHMETIC
MEAN STANDARD

DIAMETER DEVIATION

(am) (am)

ARITHMETIC
MEAN

DIAMETER

(am)

STANDARD
DEVIATION

(am)

1 19.8 19.2 0.325
2 35.5 38.3 0.432
3 39.0 40.2 1.355

4 41.5 43.5 1.063

5 44.2 42.7 1.109

6 47.5 49.1 0.541

7 85.6 86.7 O.139

8 90.4 91.4 0.175

9 99.6 102.0 0.420

21.5
36.8
40.0

41.9
45.5
49.7

86.1
89.8
98.7

2.063
1.560
0.566

0.120

0.379
0.275

2.080

0.844

0.155

69



i

649
Most P_ob_le Dla: 7,1.

Artth_ttc Mean (DIQ): t2.3
Aeea Mean (D2R)= t3,7

eolu.e Mean (D39)-- IS,l
Sautee Mean (D32): [8.3I

1.1 Zg,6 4Q
Diameter (mcrometers) Corrected Count: 13QTQ

File: _$4_21,_r AtMF: 12258 Total _tmt: 9569 (((
hte: _-_4-1987 Ii.e: 09:D:D Jan Tim: 5,545 seconds

a. P/DPA Results

°[ t. ' 'DistributionSpatial.........

I | |,i Distribution Mode Dia. =

37 Jr_--Ilil--_ _ith..tic ,.. Di,. (Dt0)=
" ! Ii11! Surface .ean Oia. (D20) =

I lllll/ VoluMe (Has5) Mean Dia. (D30) =

I III!!iII Sauter Mean Dia. 1D321 =

o 25 |----|_ Total Count =

hlIJ

0 J.n....J u m m

1.0 t0.8 20.5 30.3

6.4
9.5

10.9
12.4
t6.4

500

DIAMETER (microns)

b. LI/VPS Results

(CASE I)

Test Conditions: Radial Position = CL

Air Pressure = 65 psia

Water Pressure = 105 psia

Water Flowrate = 0.038 gal/min.
Axial Position from Nozzle = 2 ft.

40.0

Figure 3.25:MOD-1 Nozzle Comparison
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Figure 3.28:MOD-1 Nozzle Comparison
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Figure 3.29:MOD-1 Nozzle Comparison
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Figure 3.33:MOD-1 Nozzle Comparison
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Figure 3.35:MOD-1 Nozzle Comparison
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Figure 3.36:MOD-1 Nozzle Comparison

81



t t !

4,9 17.7
geloci t9 (eetees/second)

321 Uelocit9 _an : 11.78
FMSvelocit9 : 3.86

3,., -- Oel- 25
Total hd : 4153 BOUI_DTU

a. P/DPA Results

] Distribution .......Spatial..

| [ Distribution Hode Dia. =
48 T'----I| "_ ArithMetic Nean bia. (DtO) =

] || | Su_'ace Iqean Oia. (D20) =
I II / Volune (l_ass) Mean Dia. (D30) =

: 32 Total Count =
0

IIIljllJrIii,,,,,,  t
1.0 15.8 30.5 45.3

6,6
11.9
14.1
16.3
22.0

5OO

DIAMETER (Microns)

b. LI/VPS Results

(CASE II)
Test Conditions: Radial Position = 2 in.

Air Pressure = 45 psia

Water Pressure - 115 psia

Water Flowrate = 0.06 gal/min.
Axial Position from Nozzle = 2 ft.

60.0

Figure 3.37:MOD-1 Nozzle Comparison

82



814
_st P_babLe Oia: 8.t

AP, tlwt,c I_ (DL0): 14.L

Uolw_ t_n (DN): L8,7
{_:tee Re_ (032): 24.?

File: IIA$4 36,1_I A.twp: 12258
Date: _-i_-t98? tLse: t_:15:26

Coeeected Couat: 9013
i j ii iii

Total Count: (((
i_l'il*: "/_t!796 seconds

4,! 14.9
geloci t9 (pmteM/second)

a. P/DPA Results

_tO I I ' " I

. ! Spatial Distribution ......... I

45 _ f _'StJ_etic HRn kin. (1)lO) = t2.7
! I / Surface I_an 9ia. (D20) - 14.7 /

" I II I vol,. (,,,) _ m,. (_o) = ,.o I
,' [ II J s.,t.,. _,_ m.. (n_)= 2i.,1

o
1.0 t5.8 30.5 45.) 60.0

Oh_(l(R (nicron.)

b. LI/VPS Results

(CASE II)

Test Conditions: Rad]ad Position = 2½ in.

Air Pressure = 45 psia

Water Pressure = 115 psia

Water Flowrate = 0.06 gad/rain.
Axial Position from Nozzle = 2 ft.
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To study the aforementionedresults, the arithmetic mean diameter and Sauter mean diameter

from each test were graphed as functions of radial position (Figs. 3.41 and 3.44) for each case. The

choice of the arithmetic and Sauter mean diameters in the graphs was made to examine the count

vs. particle size distribution. The distribution shape most associated with aerosol spray analysis

is similar to a log-normal distribution where the distribution mode leans toward the low side of

the distribution and conversely the distribution tail shifts to the high side of the distribution. The

distribution is reproduced by the fact, that the arithmetic mean diameter is proportional to the
mode of the distribution and the Sauter mean diameter is indicative of the distribution's tail. With

the above technique, the comparison of results from the P/DPA and the LI/VPS was performed.

3.2.1 Discussion of Results for Comparison - CASE I

Referring to Table 3.5, the arithmetic mean diameters measured by the LI/VPS remained approx-

imately constant from 9.5 #m at the centerline to 10.7 _tm at the edge of the spray, while the

P/DPA values varied from 12.3 _tm at the centerline to 8.8/_m at the edge of the spray. Figure

3.41 shows the general trend in the LI/VPS and P/DPA arithmetic mean diameter to be very

similar with a maximum deviation of 2.8/_m at the centerline and a minimum deviation of 0.1

gm at the 2.0 inch location. Figure 3.42 shows the trend in the Sauter mean diameter to be also

similar for both instruments. The maximum deviation is 2.2/_m at the 1.0 inch radial position

while the minimum deviation is 0.0 for the 2.5 inch position. The maximum deviation of 2.8/_m

for the arithmetic mean diameter, and 2.2/Jm for the Sauter mean diameter can be explained as a

result of the difference in instrument operation (automatic imaging vs light scattering and spatial

vs temporal), the depth of field correction used by the P/DPA and no correction for the LI/VPS

system, and to the LI/VPS instrument calibration error calculated to be 4- 2.6 #m with a standard

deviation of 4- 2.0 #m.

3.2.2 Discussion of Results for Comparison - CASE II

Referring to Fig. 3.43 and Table 3.5, the maximum deviation in arithmetic mean diameter of 7.1

#m occurred at the centerline with the minimum deviation of 1.4 _um at the edge of the spray. As

in CASE I, the LI/VPS arithmetic mean diameters remained approximately constant from 11.9 #m

at the centerline to 12.4 #m at the edge of the spray, and the P/DPA values varied from 19.0/_m

at the centerline to 13.8 pm at the outer edge. Figure 3.44 showed a very similar trend in Sauter
mean diameters as a function of the radial location for both instruments. A maximum deviation

of 6.7 #m occurred at the centerline of the spray and a minimum deviation of 0.4 pm at the 1.0
inch location.

In CASE II, the increase in water pressure may increase the turbulence in the outer region

of the spray plume, which in turn caused recirculation of particles through the overlapping probe

volumes. In addition to the explanations given in CASE I for the the differences in the arithmetic

mean diameters we believe that since the trend for both cases is very similar (i.e., LI/VPS values

remained approximately constant across the spray plume, while the P/DPA values decreased as

the measurements approached the outer edge of the spray), some of the differences is due to the

more difficult test conditions of CASE II. As we approach the outer edge of the spray, there is

better agreement in the arithmetic mean diameter for both instruments. A possible explanation is

the way the P/DPA operates. Recalling from Section 2.1, for proper operation of the P/DPA, the

drops must pass through the probe volume perpendicular to Doppler fringes. Drops exactly at the

centerline of the spray will almost always be perpendicular to these fringes and as we approach
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theouter edge, the drops at these locations will have different directions. The result is an increase

in run time which for CASE II varies from 2.0 sec at the centerline to 21.2 sec at the edge of

the spray. The increase in time is an indication that more particles were rejected; therefore, the

system becomes more selective and perhaps explains the smaller arithmetic mean diameter as the

edge of the spray is approached. The difference in arithmetic mean diameters in the inner region

of the spray is attributed to the loss of small particles due to the presence of high number of liquid

particles per volume of air which produces overlapping signals in the P/DPA. The number density

at the center of the spra_, was 6970 particles/cm 3 compared to 1070 particles/cm 3 at the edge.

According to Dodge et al[22], by comparing the AMD with the SMD for each case, the differences

in the shape of the distribution can be observed. Studying Figures 3.41, 3.42, 3.43, and 3.44 it is

observed that the Sauter mean diameter compared more closely than the arithmetic mean diameter

which suggests a difference in distribution shape for each case.
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Table 3.5:MOD-1 Nozzle Comparison Results

CASE I

Water Pressure ,- 105 psia Air Pressure = 65 psia

LI/VPS Results P/DPA Results

RADIAL ARITHMETIC SAUTER ARITHMETIC
POSITION MEAN MEAN MEAN

DIAMETER DIAMETER DIAMETER

(inches) (#m) (#m) (#m)

SAUTER
MEAN

DIAMETER

(#m)

CL 9.5 16.4 12.3 18.3
0.5 9.8 16.5 12.1 18.2
1.0 9.5 16.2 11.9 18.4
1.5 10.1 16.2 10.8 17.2
2.0 9.7 16.4 9.8 16.5
2.5 10.1 15.9 9.6 15.9
3.0 10.5 16.0 9.0 15.4
3.5 10.7 16.7 8.8 15.7

CASE II

Water Pressure = 115 psia Air Pressure = 45 psia

LI/VPS Results P/DPA Results

RADIAL ARITHMETIC SAUTER ARITHMETIC
POSITION MEAN MEAN MEAN

DIAMETER DIAMETER DIAMETER

(inches) (_m) (/sm) (/_m)

SAUTER
MEAN

DIAMETER

(_m)

CL ! ! .9 32.5 19.0 39.2
0.5 12.3 35.5 18.3 36.8
1.0 11.8 31.3 16.2 31.7
1.5 11.6 24.9 15.4 26.7
2.0 11.9 22.0 14.4 25.1
2.5 12.7 21.9 14.1 24.7
3.0 12.4 20.8 14.6 24.4
3.5 12.4 20.8 13.8 23.0
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Section4

CONCLUSIONS AND RECOMMENDATIONS

This sectionpresentsthe conclusionsof the experimentalfindingsand suggestionsfor utilizing
the experimentalapparatusand drop-sizinginstrumentationin future studies. The first section
dealswith the revisionsto the LI/VPS, including the upgradeto dynamic particle sizing, the
developmentof thecalibrationprocedure,andthe softwareupdates.The secondsectiondealswith
thecomparisonof theLI/VPS andtheP]DPA, andobservationsconcerningtheir properoperation,
set-up,andlimitations. Thefinal sectionof pertainsto the improvementof the LI/VPS to a more
completedrop-sizinginstrument,the continuationof aerosolsprayanalysison the MOD-1nozzle,
andgeneralobservationsconcerningthe continuingwork in aerosoldrop-sizing.

4.1 LI/VPS

TheLI/VPS hasbeenupgradedto a systemcapableof performingdrop-sizinganalysison dynamic
particles.With the additionof the AD/DA converterboardto the control computer,the PSPhas
shownthe capability to distinguishdrop-sizeand focuson dynamicparticles in the SPM (i.e.,
freezeframeanalysis).Therefore,the LI/VPS' drop-sizingmethodand focuscriteria, developed
prior to this work, remainsessentiallyintact with minor modifications.

A two-dimensionalcalibrationprocedurefor LI/VPS hasbeendevelopedwhich allowsfor a
straight-forward,step-by-stepprocessin determiningthemicron/pixel correctionfactorsassociated
with the lens magnificationand cameratube non- linearities. With the developedcalibration
procedureand the availabilityof a f/8 lens(i.e., approximateLI]VPS magnificationof 1000),the
lower-limiton themeasurable,focus-dependentsize-spanof the LI/VPS hasbeenreducedfrom 9
#m to 3/_m.

Includedin theLI/VPS upgradehasbeenthedevelopmentof the PSPset-upsub-programand
a drop-sizedistribution graphicsdisplaypackage.Due to the variability of conditionsin aerosol
sprayanalysisand the flexibility of the LI/VPS, the set-upsub-programwasdevelopedto aid
the operatorin hisdecisionprocessand allowfor utilization of the full capabilitiesof the LI/VPS.
The addition of thegraphicpackagewasnecessaryto further the LI/VP$' ability to characterize
aerosolsprays.Thegraphicalrepresentationof the drop-sizedatawasusedasa diagnostictool in
specifyingtheproperdrop-sizerangeand atool in the comparisonof the LI/VPS and the P/DPA.

4.2 LI/VPS and P/DPA Comparison

Ttle LI/VPS and the P/DPA compared favorably in tests performed both o11 the VOAG as well

as on the MOD-1 nozzle. Results of calibration runs performed with tile VOAG for cases with

and without particle dispersion showed agreement between instruments within + 2.6 pro. The
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standarddeviation of the calibration test results were all under 2.0 pm. The small standard

deviation indicates the accuracy of these instruments for similar test conditions. The MOD-1 nozzle

experiments also showed similar agreement between instruments. Results from CASE I shows a

maximum 2.8 kern difference in AMD and a 2.2 #m difference in SMD. AMD values determined

for CASE II show a higher deviation than CASE I (7.1 #m and 2.8 #m respectively). The AMD

values agree quite well for the outer region of the spray where the PDPA system becomes more

selective as explained in section 3.3.2. The SMD for both instruments follows the same general

trend across the spray with a maximum deviation of 6.7/_m. Considering the difference in the basic

sizing methods employed by the two instruments and the very difficult test operating conditions,

the LI/VPS and the P/DPA comparative measurements were surprisingly close especially for the
SMD.

Proper operation and set-up of the LI/VPS and the P/DPA depend highly on the operating
conditions specified in each test case. For this discussion, the MOD-1 nozzle is of prime interest.

The operating conditions of the MOD-1 nozzle for the aforementioned cases, were not ideal for

either instrument. Since the LI/VPS has limited lower size measurement capabilities, the AMD

and SMD values determined may be slightly higher than the actual values. On the other hand,

turbulence at the outer regions of the spray plume seemed to cause the P/DPA to reject a high

number of counts. It is important that the operator monitor each instrument in characterizing

any unknown aerosol spray. Even though the LI/VPS and the P/DPA agree remarkably well, each

instrument performs better under different test conditions. The LI/VPS performs well in a high

density aerosol spray, whereas the P/DPA under similar conditions, appears to have difficulties

due to the overlap of signals (multiple particles in probe volume). Particle rejection in the P/DPA

appears to limit the capability of this instrument to make liquid water flux measurements for the

test conditions considered here. The P/DPA is much faster than the LI/VPS which allows for more

versatility especially in sparse sprays. Also, the P/DPA is capable of making velocity measurements

concurrently with the drop-size measurement, but as was shown for the MOD-1 comparison, the

recirculation of drops associated with the turbulent spray resulted in numerous rejections.

4.3 Suggestions and Recommendation for Future Work

The LI/VPS, as particle sizing instrument, has progressed in stages of development. The next

stage of development should be to upgrade the system to off-line analysis (e.g., frame storage on

a read-write laser disk recorder), as well as increasing the program speed through hardware and

software modifications. A study should be performed to determine the feasibility of frame storage.

and if necessary, the error associated with such storage. The control computer, the behavior

of imaging laser, and the PSP program structure should be studied to increase the operating

speed of the LI/VPS. With the addition of the Micro-VAX computer, the control computer should

not be the limiting parameter in program speed. The PSP trigger to the imaging laser doesn't

function consistently which makes it necessary to check for appropriate background level before

processing. Therefore, with proper operation of the imaging trigger, unnecessary processing time

can be avoided. Finally, to increase the speed of the LI/VPS, the PSP should be stream-lined.

For example, the double-threshold used to determine BGL parameter for particle focus should be

consolidated into a single threshold.

The research on the MOD-1 nozzle and the comparison of the LI/VPS and the P/DPA should

be continued. Operating conditions for the current work were specified by NASA. Future work on

the MOD-1 nozzle should involve tests performed at lower water and air nozzle pressures. These
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operatingconditionswouldproducea largerdrop-sizeandreduceturbulencein the spray.Also.a
positioncloserto the nozzlewouldproducea highernumberdensityspraywhich wouldbe ideal
for the LI/VPS. The useof the P/DPA 200mm transmitter lenswouldreducethe probevolume
which,in turn, would reducethe probability of multiple particlesin the probevolumeproduced
by the highnumberdensityof droplets.The200mm transmitterlenswasnot usedin the current
worksincesimilarsizedprobevolumeswereneededin makingthe simultaneousand overlapping
probevolumeanalysis.The abovesuggestionsareincludedto improvethe functionalityof the two
instrumentsin future studies.

The currentresearchandother comparisonworkby Dodgeet al. [22]and Jacksonet al. [23]
improvethe understandingof the varioustypesof sizingtechniquesand assistin the development
of accuratesizinginstrumentation.The selectionof a calibration/verificationmethodor standard
shouldbefoundfor all drop-sizinginstruments.The selectionshouldbea priority for researchers
and instrumentmanufacturers.
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Section6

APPENDIX A: EQUIPMENT LISTING

Device

P/DPA Transmitter

P/DPA Receiver

P/DPA Signal Processor

P/DPA Control Computer

P/DPA Output Printer

LI/VPS Imaging Laser

LI/VPS Imaging Laser

Power Supply

LI/VPS Imaging
Laser Control Module

LI/VPS Laser

Sync Generator

LI/VPS (back-up)

Imaging Laser

LI/VPS (back-up) Imaging

Laser Vacuum Pump

LI/VPS Video Camera

LI/VPS Video Camera
Control Unit

LI/VPS Control Computer

LI/VPS Output Printer

LI/VPS Video Processor

Computer Terminal

Computer Terminal

Manufacturer

Aerometrics Inc.

Aerometrics Inc.

Aerometrics Inc.

IBM Corp.

Hewlett Packard Corp.

Energy Systems Inc.

Laser Systems Inc.

Laser Holography Inc.

Laser Holography Inc.

Molectron Corp.

Busch Inc.

COHU Inc.

COHU Inc.

Digital Equipment Corp.

Digital Equipment Corp.

Recognition Concepts Inc.

Digital Equipment Corp.
CIE Terminals Inc.

Model #
1100

2100

PDP 3100

AT-5170

2225A

N2-50

N2-50

N2-50

N2-50

UV-12

V-20

2006-011

7910B-011

PDPll/73
LA75-A2

TRAPIX 55/32Q
VT-240

CIT-220+

Serial #
101

101

103

01619045170

2617S314]1

198

116

625810

112698

03555

134

HKI4705

8471C6916
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VideoMonitor
VideoMonitor
VideoCassetteRecorder
VideoCassetteRecorder
Laser/optical
Disk Recorder
Decwriter
Digital Oscilloscope
Measurement
Plotting System
Real-timeOscilloscope
Digital Multimeter
PressureTransducer
PressureTransducer

Direct Current

Power Supply

Flowmeter-regulator

Monodisperse

Drop Generator

Test Nozzle

Air and Water Supply

Pressure Regulator
Water Pressure Vessel

Isolation Table

High-pressure

Charging Hose

Dead Weight
Pressure Tester

Balance Scale

Sanyo Corp.

SONY Corp.

RCA Corp.

Panasonic Corp.

Paaasonic Corp.

Digital Equipment Corp.

Hewlett-Packard Corp.

Hewlett-Packard Corp.

Tektronix Inc.

John Fluke Mfg. Co., Inc.

OMEGA Eng., Inc.

OMEGA Eng., Inc.

Hewlett-Packard Corp.

Cole-Palmer Inc.

TSI Inc.

NASA Lewis Space Center

University of Nebraska

WATTS Regulator Co.

Brunswick Corp.

Newport Research Corp.
Yellow Jacket Inc.

American Steam Gage Co.

HOWE Inc.

AVM255

CKV-1900F

VET650

NV-8950

TQ-2320F(A)

LA120AA

54200A

7090A

549

8024B

PX304-150

PX304-150

6200B

PR004

345000

MOD-1

2-26A

612102ff024

WPP0031A

3074131

55805757

204071

1032FM243

B5HL00491

EH4669001

PNE1366

2511A-00639

2430A00344

7365

3715516

850502

850311

2411A-12365

FM044-40G

167

8305

1003
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Section7

APPENDIX B Design and Implementation of the PSP Laser Trigger

Due to the availability of the existing laser sync circuit (LSC) and the AD/DA converter board,

the development of the PSP software generated trigger was simplified. With the aforementioned

hardware, the PSP software, utilizing available FORTRAN callable commands, directs a digital

v',due to the AD/DA board. The AD/DA board converts the digital value to the appropriate analog

signal. The analog signal is then sent to the LSC. The analog signal from the control computer is

paralleled with the sync signal from the CCU, and the resulting signal triggers the imaging laser.

The above process was used as the basis for LI/VPS conversion from the CPM to the SPM. Except

for cabling, the majority of work in the modification dealt with the LSC. Figure B7.1 shows the

overall circuitry of the LSC with special attention given to the source of the LSC laser trigger and

the position marked by the Xs. The major addition to the LSC circuitry was the two AND gates

(Appendix B, Fig. B7.2. Therefore an analog signal from the control computer must be present

at the first AND gate before the imaging laser can be triggered. The above method, therefore,

facilitates SPM operation for the LI/VPS.
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Section 8

APPENDIX C.l: PSP Set-up Program

C

PROGRAM MENU

C

C÷++÷÷÷+÷+++÷+++÷+÷÷+++++++÷÷+÷÷÷÷÷÷+÷÷÷÷÷÷÷÷+÷+÷÷÷÷+÷÷+÷÷÷+++÷÷-

÷÷++÷÷+÷++÷÷ C

C PROGRAM DEVELOPED TO SET-UP OPERATING PARAMETERS FOR THE

C THE PARTICLE SIZING PROGRAM UTILIZING A MENU-TYPE FORMAT.

C

C+++÷÷++÷++++÷+÷++÷++÷+÷÷÷++÷÷÷÷÷÷÷+++++÷+÷÷÷÷+÷÷÷+÷++++÷÷++++++-

++++++÷++++ C

REAL*8 PROCESS(2)• YESNO(2), ADVANCE(2), LIMIT(3),

BOUNDRY(2) REAL*8 MAG(2)• A• B, C, D, F, G, H, I, J, V, W

INTEGER TOD(4), DOY(5)

CHARACTER*IO NUMBER

CHARACTER*6 FILE1, FILE2

CHARACTER*I L(6), M(6)

LOGICAL*I IKEY

BYTE ESC• LINE(50,4)

DATA ESC / 27 /

DATA PROCESS• YESNO / 'STATIC'• 'DYNAMC', 'YES ', 'NO

' / DATA ADVANCE, FILE1 / 'SINGLE'• 'ALTO ,• 'TEMPO1' /

DATA LIMIT• FILE2 / 'TIME '• 'FRAME '• 'PARTCL', 'TEMPO1' /

DATA BOUNDRY• MAG / 'PROCSS'• 'REJECT'• 'LOW '• 'HIGH ' /

DATA IGPST• WIDTH, NGRPS, ITHRSH• LIMVAL / 5• 5.0, 50, 90,

2000 / DATA JXSTR, JXDST, JYSTR• JYDST / 50, 400, 50• 400 /

DATA A, B• C, D / 'DYNAMC'• 'YES

DATA F, G, H, I / 'REJECT'• 'YES

DATA J, V, W / 'NO '• 'LOW

DATA LINE / 200.' ' /

DATA NDMBER / '1234567890' /

EQUIVALENCE(L•FILEI)

EQUIVALENCE(M,FILE2)

CALL DATE(DOY)

CALL TIME(TOD)

WRITE(7,1) ESC, ESC, ESC, ESC

' 'AUTO '• 'PARTCL' /

' 'YES ', 'YES ' /

' 'NO ' /
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I FOP,/_AT(IX,AI,' [81' ,AI,' [7251' ,A1,' [H' ,AI,' [22')

C

C*** IF DATE NOT SET, INSERT "NO DATE" INTO DATE FIELD

C

IF(DOY(1) .EQ. '00' ) DOY(5) = ' '

IF(DOY(1) .EQ. '00' ) DOY(4) = 'TE'

IF(DOY(1) .EO. '00' ) DOY(3) = 'DA'

IF(DOY(1) .EQ. '00' ) DOY(2) = '0 '

IF(DOY(1) .EO. '00' ) DOY(1) = ' N'

C

C

C, , .

C

INPUT PREVIOUSLY STOKED PSP PARAMETERS.

OPEN(UNIT=I, FILE='SETUP.MNU',STATUS='OLD',ERR= 5)

READ(I,10) A, B, C, D, LIMVAL, F, G, H, FILE1, I, J, FILE2,

IGPST, WIDTH, NGRPS, JXSTR, JXDST, JYSTR, JYDST, ITHRSH,

V, W READ(I,2)

2 FORMAT(2(/))

DO 4 II=l,4

READ(I,3) (LINE(JJ,II), JJ=l,50)

3 FORMAT(3X,5OAI)

4 CONTINUE

GOTO 9 5 OPEN(UNIT=I, FILE='SETUP.MNU',STATUS='NEW ')

WKITE(I,IO) A, B, C, D, LIMVAL, F, G, H, FILEI, I, J, FILE2,

& IGPST, WIDTH, NGRPS, JXSTR, JXDST, JYSTR, JYDST, ITHRSH, V, W

WRITE(I,2)

DO 6 II=l,4

WRITE(I,3) (LINE(JJ,II), JJ=l,50)

6 CONTINUE

9 WRITE(7,10) A, B, C, D, LIMVAL, F, G, H, FILEI, I, J,

FILE2, _ IGPST, WIDTH, NGP_S, JXSTR, JXDST0 JYSTR, JYDST,

ITHRSH, V, W CLOSE(UNIT=I)

I0 FOKMAT('+',T39,'SEInJP'/T26,'PARTICLE SIZING PROGRAM (ver.

4)'// _ 33('-'),' PROCESSING OPTIONS',T54,25('-')/

T3,'(A)',Tg,A6,TI9,'Type of ProcessinE',T49,

a '(STATIC/DYNAMIC)P,/

T3,'(B)',T9,A6,TIg,'Focus Criteria',T49,

'(YES/NO)',/

T3,'(C)',T9,A6,TIg,'Type of Frame Advance',T49,

'(AUTO/SINGLE)',/

T3,'(D)',Tg,A6,Tlg,'Processing Limit',T49,

k '(TIME�FRAME�PARTICLE)P,�

T3,'(E) (',Tg,I6,TIS,') Limiting Value',T49,

k '(seconds/frames/particles)P,/

& Ta,'(F)',_pA6,Tlg,'Boundary Particles',T49,

'(PROCESS/REJECT)',/
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36('-'),' OUTPUT OPTIONS ',26('-')/

T3,'(G)',Tg,A6,TI9,,'General Results (to PRINTER)

(YES/NO)'/ _ TIg,'WRITE TO FILE (YES/NO)',T49,

'(K) FILE HEADER (4 lines)',/

& T3,'(H)',T9,A6,TI9,'Avera_e Particle size data -- ',T49,

& '(L) FILE: (',A6,').OUT',/

T3,'(I)',T9,A6,TI9,'Group Breakdown data ',9('-'),'/'/

a T3,'(J)',T9,A6,TI9,'Per Frame data ',13('-'),'>',T49, a

'(S) FILE: (',A6,').DAT',/

& 35('-'),' GENERAL OPTIONS ',26('-')/

& T3,'(N) Group Start =(',I3,') '

T29,'(0) Group Width =(',F4.1,') '

a T55,'(P) # of Groups =( ',13,')'/

T3,'(Q) X Window Start = (',13,')',

T49,'(R) X Window Width • (',I3,')'/

& T3,'(S) Y Window Start = (',13,')',

a T49,'(T) Y Window Width = (',I3,')'/

a T3,'(U) Threshold = (',13,')'

& T29,'(V) Lens = ',A6,

& T49,'(W) Markers = ',A6,'(YES/NO)'/78('-'))

WRITE(7,20) ESC, ESC

20 FORMAT('+',AI,'[23;2H',AI,'[OJ','(X) to exit SE%TJP menu or

& (Z) to begin Particle Sizing Program .... '/

& T3,'Enter Letter to change specific Parameter 7?')

C

C

C ... SPECIFY PSP PARAMETER W/ KEY TOGGLE OR KEYBOARD ENTRY.

C

30 CALL IPOKE("44,"IO000 .OR. IPEEK("44))

IKEY = ITTINR()

IF(IKEY LT.O)

IF(IKEY EQ.'A')

IF(IKEY EQ.'B')

IF(IKEY Eq.'C')

IF(IKEY EQ.'D')

IF(IKEY EQ.'E')

IF(IKEY EQ.'F )

IF(IKEY EQ.'G )

IF(IKEY EQ.'H )

IF(IKEY EQ.'I )

IF(IKEY EQ J )

IF(IKEY.EQ K )

IF(IKEY.EQ L )

IF(IKEY.EQ M )

IF(IKEY.EQ N )

IF(IKEY.EQ 0')

GOTO 30

GOTO 100

GOTO 200

GOTO 300

GOTO 400

GOTO 500

GOTO 600

GOTO 700

GOTO 800

GOTO 900

GOTO 1000

GOTO II00

GOTO 1200

GOTO 1300

GOTO 1400

GOTO 1500
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9O

C

C° o o

C

100

150

180

190

C° • •

C

20O

250

280

290

C

C° . .

C

300

35O

380

390

IF(IKEY.EQ.'P')

IF(IKEY.EQ.'O')

IF(IKEY.EO.'R')

IF(IKEY.EQ 'S')

IF(IKEY.EQ 'T')

IF(IKEY.EQ 'U')

IF(IKEY.EQ 'V')

IF(IKEY.EQ 'W')

IF(IKEY.EQ 'X')

GOTO 1600

GOTO 1700

GOTO 1800

GOTO 1900

GOTO 2000

GOTO 2100

GOTO 2200

GOTO 2400

GOTO 2600

IF(IKEY.EQ.'Y') GOTO 2500

IF(IKEY.EQ.'Z') GOTO 2600

GO TO 30

FOKMAT('+',A1,'[23;RH',AI,'[OJ',

'Enter new value for (',A1,') here ==>',$)

(A) SPECIFY PROCESS TYPE (DYNAMIC/STATIC)

CALL IPOKE("44,"167777 .AND.

IF(A.EQ.PROCESS(1)) GOTO 150

A : PROCESS(I)

GOTO 180

A : PROCESS(2)

WRITE(7,190) ESC, A

FOKMAT('+',AI,'[5;SH',AT)

GOTO 30 C

(B) SPECIFY FOCUS (YES/NO)

IPEEK("44))

CALL IPOKE("44,"I67777 .AND.

IF(B.EQ.YESNO(1)) GOTO 250

B = YESNO(1)

GOTO 280

B = YESNO(2)

WRITE(7,290) ESC, B

FORMAT('+',AI,'[6;8H',A6)

GOTO 30

IPEEK("44))

(C) 73tPE OF FRAME ADVANCE (SINGLE/AVTO)

CALL IPOKE("44,"I67777 .AND.

IF(C.EQ.ADVANCE(1)) GOTO 350

C : ADVANCE(I)

GOTO 380

C = ADVANCE(2)

WRITE(7,390) ESC, C

FOKMAT('÷',AI,'[7;8H',A6)

GOTO 30

IPEEK("44))
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C

C° • •

C° , .

400

450

470

480

490

C

C° * •

C

5OO

580

590

C

Co ° .

C...

C

600

650

680

690

C

C° ° o

C

700

750

780

790

(D) PROCESSING LIMIT (TIME/PARTICLE/FRAME)

NOTE: DUE TO COMPUTER LIMITATIONS TIME IS NOT INCLUDED C

CALL IPOKE("44,"I67777 .AND. IPEEK("44))

IF(D.EQ.LIMIT(1).OR,D.EO.LIMIT(2)) GOTO 450

D = LIMIT(1)

GOTO 480

IF(D.EO.LIMIT(2)) GOTO 470

D = LIMIT(2)

GOTO 480

D = LIMIT(3)

WRITE(7,490) ESC, D

FORMAT('÷',AI,'[8;SH',A6)

GOTO 30

(E) SPECIFY LIMITING VALUE

CALL IPOKE("44,"167777 .AND.

WRITE(7,90) ESC, ESC, 'E'

READ(S,*) LIMVAL

WRITE(7,590) ESC, LIMVAL

FORMAT('+',AI,'[9;8H',I6)

WRITE(7,20) ESC, ESC

GOTO 30

IPEEK("44))

(F) BOUNDARY ANALYSIS

NOTE: UNAVAILABLE

CALL IPOKE("44,"167ZT7 .AND. IPEEK("44))

IF(F.EQ.BOUNDRY(1)) GOTO 650

F = BOUNDKY(1)

GOTO 680

F = BOUNDRY(2)

WRITE(7,690) ESC, F

FORMAT('+',AI,'[IO;8H',A6)

GDTO 30

(G) OUTPUT GENERAL RESULTS TO PRINTER

CALL IPOKE("44,"I67777 .AND. IPEEK("44))

IF(G.EQ.YESNO(1)) GOTO 750

G = YESNO(1)

GOTO 780

S = YESNO(2)

WRITE(7,790) ESC, G

FORMAT('+',A1,'[12;8H',A6)
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C

C° • °

C

800

85O

88O

890

C

C° ° °

C

900

950

980

990

C

C° . °

C

I000

1050

1080

1090

C

C.. °

C

1100

1110

1111

GOTO 30

(H) WRITE TO FILE: ANALYSIS SUMMARY (YES/NO)

CALL IPOKE("44,"167777 .AND. IPEEK("44))

IF(H.EQ.YESNO(1)) GOTO 850

H = YESNO(1)

GOTO 880

H = YESNO(2)

WRITE(7,890) ESC, H

FOKMAT('+',A1,'[14;8H',A6)

GOTO 30

(I) WRITE TO FILE: GROUP BREAKDOWN (YES/NO)

CALL IPOKE("44,"I67777 .AND. IPEEK("44))

IF(I.EQ.YESNO(1)) GOTO 950

I = YESNO(1)

GOTO 980

I = YESNO(2)

WRITE(T,990) ESC, I

FORMAT('+',AI,'[15;8H',A6)

GOTO 30

(J) WRITE TO FILE: PER FKAME DATA (YES/NO)

CALL IPOKE("44,"I67777 .AND. IPEEK("44))

IF(J.EQ.YESNO(1)) GOTO 1050

J = YESNO(1)

GOTO 1080

J = YESNO(2)

WRITE(7,1090) ESC, J

FORMAT('+',AI,'[16;8H',A6)

GOTO 30

(K) SPECIFY FILE HEADER

CALL IPOKE("44,"167777 .AND. IPEEK("44))

WKITE(7,1110) ESC, ESC, ESC, ESC

FORMAT(1X,A1,'[81',A1,'[T251',A1,'[H',A1,'[2J')

WRITE(7,1111) ((LINE(JJ,II), JJ=l,50), II=1,4)

FOKMAT('+',T39,'SETUP'/T35,'FOR FILE HEADER'//

& T36,'CHANGE (Y/N)'///TI6,54(','),/TI6,'*',T69,

4(/,T16,'* '50A1,' *'),/T16,'*',T69,'*',

/TI6,54('*')//T31,'(4 LINES/50 SPACES each)')

CALL IPOKE("44,"IO000 .OR. IPEEK("44))
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1115

1120

1125

1126

1127

1130

1140

1141

1142

1143

1144

1145

1146

1147

1148

1170

I180

II90

IKEY = ITTINR()

IF(IKEY.LT.O) GOTO 1115

IF(IKEY.EQ.'Y') GOTO 1120

IF(IKEY.EQ.'N') GOTO 1190

GOTO 1115

CALL IPOKE("44,"167777 .AND. IPEEK("44))

DO 1140 II=1,4

WRITE(7,1125) ESC, ESC, II

FOKMAT('+',AI,'[17;3H',AI,'[OJ',

& 'Change Line (',If,'), (Y/N)')

CALL IPOKE("44,"lO000 .OR. IPEEK("44))

IKEY = ITTINK()

IF(IKEY.LT.O) GOTO 1126

IF(IKEY.EQ.'Y') GOTO 1127

IF(IKEY.EQ.'N') GOTO 1140

GOTO 1126

CALL IPOKE("44,"167777 .AND. IPEEK("44))

WKITE(7,1130) ESC, ESC, ESC, II

FORMAT('÷',AI,'[22;IH',AI,'[OJ',Al,'[?8h',

& ' Line (',II,') ==>',$)

IF(II.EQ.1) GOTO 1141

IF(II.EQ.2) GOTO 1143

IF(II.EQ.3) GOTO 1145

IF(II.EQ.4) GOTO 1147

CONTINUE

GOTO 1180

READ(S,1170) (LINE(JJ,1), JJ=1,50)

WRITE(7,1142) ESC, (LINE(JJ,I), JJ=l,50)

FOKMAT('÷',AI,'[9;15H','* ',50AI,' *')

GOTO 1140

KEAD(5,1170) (LINE(JJ,2), JJ=l,50)

WRITE(7,!144) ESC, (LINE(JJ,2), JJ=l,50)

FOKMAT('+',AI,'[IO;15H','* ',5OAf,' *')

GOTO 1140

READ(5,1170) (LINE(JJ,3), JJ=l,50)

WRITE(Z,1146) ESC, (LINE(JJ,3), JJ=I,50)

FORMAT('+',AI,'[II;15H','* ',5OAf,' *')

GOTO 1140

READ(5,1170) (LINE(JJ,4), JJ=l,50)

WKITE(7,1148) ESC, (LINE(JJ,4), JJ=1,50)

FORMAT('+',AI,'[12;15H',', ',50A1,' *')

GOTO 1140

FORMAT(5OAI)

GOTO 1100

WRITE(Z,1) ESC, ESC, ESC, ESC

GOTO 9

109



C

C°°,

C

1200

1220

(L) FILE SPECIFICATION: GENERAL _ GROUP DATA

CALL IPOKE("44,"167777 .AND. IPEEK("44))

WRITE(7,1220) ESC, ESC, 'L'

FDRMAT('÷',Al,'[23;2H',AI,'[OJ',

'File Name (',AI,') (4 letters) here ::>',$)

READ(6,1230) (L(II), II=1,4)

1230 FOBMAT(4AI)

WRITE(7,1240) ESC, (L(II), II-1,4)

1240 FORMAT('÷',AI,'[14;6OH',4A$)

WRITE(7,1250) ESC, ESC, 'L'

1250 FORMAT('+',AI,'[23;2H',AI,'[OJ',

'File Number (',A1,') (2 numbers) here ==>',$)

READ(5,1260) LI

1260 FOKMAT(I2)

II = L1/I0

IO = LI-II*IO

IF(LI.LT.IO) II=10

IF(IO .EQ. O) I0=I0

L(5) - NUMBER(II:I1)

L(6) = NUMBER(IO:IO)

IF(LI.LT. IO) GOTO 1280

WRITE(7,1270) ESC, LI

1270 FOKMAT('+',AI,'[14;64H',I2)

WRITE(7,20) ESC, ESC

GDTO 30

1280 WRITE(7,1290) ESC, LI

1290 FORMAT('÷',AI,'[14;64HO',II)

WRITE(7,20) ESC, ESC

GOTO 30

C

C.. °

C

1300

1320

1330

1340

1350

(M) FILE SPECIFICATION: PER FRAME DATA

CALL IPOKE("44,"I67777 .AND. IPEEK("44))

WRITE(7,1320) ESC, ESC, 'M'

FORMAT('+',AI,'[23;2H',AI,'[OJ',

'File Name (',AI,') (4 letters) here =:>',$)

READ(5,1330) (M(II), II=1,4)

FORMAT(4AI)

WRITE(7,1340) ESC,

FORMAT('+',AI,'[IB

WRITE(7,1350) ESC,

(M(II), II=l,4)

;60H',4Ai)

ESC, 'M'

FORMAT('÷',AI,'[23;2H',AI,'[OJ',

& 'File Number (',A1,') (2 numbers) here ==>',$)

READ(S,1360) MI
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1360

1370

1380

1390

C

Co • .

C

1400

1480

1490

C

C° ° °

C

1500

1580

1590

C

C. o °

C

1600

1680

1690

FORMAT(12)

11 = M1/10

I0 = MI-II*IO

IF(M1.LT.IO) II=I0

IF(IO .EQ. O) 10=10

M(5) = _E;MBER(II:II)

H(6) = NUMBER(IO:IO)

IF(MI.LT.IO) GOTO 1380

WRITE(7,1370) ESC, M1

FORMAT('÷',A1,'[16;64H',I2)

WRITE(7,20) ESC, ESC

GOTO 30

WRITE(7,1390) ESC, MI

FOKMAT('+',AI,'[16;64HO',II)

WRITE(7,20) ESC, ESC

GOTO 30

(N) DROP-SIZE GROUP BREAKDOWN: STARTING VALUE

CALL IPOKE("44,"I67777 .AND. IPEEK("44))

WRITE(7,90) ESC, ESC, 'N'

READ(5,*) IGPST

WRITE(7,1490) ESC, IGPST

FORMAT('+',AI,'[18;21H',I3)

WRITE(7,20) ESC, ESC

GOTO 30

(0) DROP-SIZE GROUP BREAKDOWN: INTERVAL WIDTH

CALL IPOKE("44,"167777 .AND.

WRITE(7,90) ESC, ESC, '0'

KEAD(5,*) WIDTH

WRITE(7,1590) ESC, WIDTH

FORMAT('+',AI,'[18;46H',F4.1)

WRITE(7,20) ESC, ESC

GOTD 30

IPEEK("44))

(P) DROP-SIZE GROUP BREAKDOWN: # OF GROUPS

CALL IPOKE("44,"167777 .AND. IPEEK("44))

WRITE(7,90) ESC, ESC, 'P'

READ(S,*) NGRPS

WRITE(7,1690) ESC, NGRPS

FORMAT('+',AI,'[18;T3H',I3)

WRIthE(7,20) ESC, ESC

GOTO 30
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C

C... (q) SIZING WINDOW (PIXEL SPEC): X STARTING VALUE

C

1700 CALL IPOKE("44,"I67777 .AND. IPEEK("44))

WRITE(7,90) ESC, ESC, '0'

READ(5,*) JXSTR

1780 WRI%_E(7,1790) ESC, JXSTR

1790 FOP_MAT('+',AI,'[19;24H',I3)

WRITE(7,20) ESC, ESC

GOTO 30

C

Co ° °

C

(R) SIZING WINDOW (PIXEL SPEC): X SCREEN WIDTH

1800 CALL IPOKE("44,"I67777 .AND. IPEEK("44))

WRITE(?,90) ESC, ESC, 'R'

READ(5,*) JXDST

1880 WRITE(7,1890) ESC, JXDST

1890 FORMAT('÷',AI,'[19;72H',I3)

WRITE(7,20) ESC, ESC

GOTO 30

C

C° ° o

C

1900

1980

1990

C

Co • +

C

2000

(S) SIZING WINDOW (PIXEL SPEC): Y STARTING VALUE

CALL IPOKE("44,"167777 .AND. IPEEK("44))

WRITE(7,90) ESC, ESC. 'S'

READ(5,*) JYSTR

WRITE(7,1990) ESC, JYSTR

FOKMAT('+'.A1,'[20;26H',I3)

WRITE(7,20) ESC, ESC

GOTO 30

(T) SIZING WINDOW (PIXEL SPEC): Y SCREEN WIDTH

CALL IPOKE("44,"167777 .AND. IPEEK("44))

WRITE(7,90) ESC, ESC, 'T'

READ(5..) JYDST

2080 WRITE(7,2090) ESC, JYDST

2090 FOKMAT('÷'.A1,'[20;7OH',I3)

WRITE(7,20) ESC, ESC

GOTO 30

C

C. • °

C

(U) INPUT SIZING THRESHOLD

2100 CALL IPOKE("44,"I67777 .AND. IPEEK("44))

WRITE(7,90) ESC, ESC, 'U'

READ(5,*) ITHKSH
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2180

2190

C

C.. °

C

2200

2250

2280

2290

C

C. ° °

C

2300

WRITE(7,2190) ESC, ITNRSH

FOP_AT('÷',A1,'[21;19H',I3)

WRITE(7,20) ESC, ESC

GOTO 30

(V) INPUT SYSTEM MAGNIFICATION (HIGH/LOW)

CALL IPOKE("44,"167777 .AND. IPEEK("44))

IF(V.EQ.NAG(1)) GOTO 2250

v = MAG(1)

GOTO 2280

V = MAG(2)

WRITE(7,2290) ESC, V

FORMAT('÷',Al,'[21;39H',A6)

GOTO 30

(W) DIAGNOSTIC MARKERS PLACED ON COUNTED PARTICLES

CALL IPOKE("44,"I67777 .AND. IPEEK("44))

IF(W.EQ.YESNO(1)) GOTO 2350

W = YESNO(1)

GOTO 2380

2350 W = YESNO(2)

2380 WRITE(7,2390) ESC, W

2390 FORMAT('+',A1,'[21;62H',A6)

GOTO 30

C

C° . .

C

2600

(Z) STORE SET-UP PARAMETERS AND START PSP

CALL IPOKE("44,"167777 .AND. IPEEK("44))

OPEN(UNIT=l, FILE='SETUP.MNU',STATUS='NEW')

WRITE(I,IO) A, B, C, D, LIMVAL, F, G, H, FILE1, I, J,

FILE2, & IGPST, WIDTH, NGRPS, JXSTR, JXDST, JYSTR, JYDST,

ITHRSH, V, W WRITE(I,2605)

2605 FOKMAT(2(/))

DO 2650 II=1,4

WRITE(I,2610) (LINE(JJ,II), JJ=1,50)

2610 FORMAT(3X,5OAI)

2650 CONTINUE

CLOSE(UNIT=I)

WRITE(7,2690) ESC, ESC, ESC, ESC

2690 FORMAT(IX,AI,'[8h',AI,'[?25h',AI,'[H',AI,'[2J')

IF(IKEY.EQ.'Z') CALL SETCMD('RUN PSPI')

CALL EXIT

2700 STOP

END
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Section 9

APPENDIX C.2: PSP Graphical Presentation of Results

C

PROGRAM GRAPH

C++4++4++++4++++÷44+÷+4+4+++++4+44++++++++++++++++++++++++++++++-

÷÷+÷+++4+++ C

C PROGRAM DEVELOPED FOR THE PSP TO GRAPHICALLY REPRESENT C

THE GROUP BREAK-DOWN DATA ON A DEC COMPATIBLE TERMINAL. C

C+++++++++++++++÷÷+÷++++++++÷+++÷++++++++÷+÷+++÷+++++++++++÷++++-

+÷++++÷÷÷÷+ C

DIMENSION X(IO00), Y(IO00), YI(70), Xl(70)

BYTE ESC, CSI, TIM(9), DAY(9)

CHARACTER*I A, B, C, H, II, NUMXO, NUMYO, NUMXI, NL_YI

CHARACTER*f1 CO

CHARACTER*I NAME(7), JUNK

CHARACTER*tO NUMBER, FILE

DATA A, ESC, CSI /'*', 27, 155 1

DATA B, C, H /'[', ';', 'f'/

DATA NUMBER / '1234567890' /

DATA CO, PI I ' ', 3.1415926 /

EQUIVALENCE (NAME(1),B)

EQUIVALENCE (NAME(2),I_I)

EQUIVALENCE (NAME(3),I_O)

EQUIVALENCE (NAME(4),C)

EQUIVALENCE (NAME(5),I60MYI)

EQUIVALENCE (NAME(6),NUNYO)

EQUIVALENCE (NAME(7),H)

1 DO 5 I=1,1000

X(I)=O.O

Y(i)=o.o

5 CONTINUE

DAVSUM = 0 0

DSSUM

DVSUM

DWSUM

SUMN

SUM

=00

=00

=00

=00

=00
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6

C

C° ° °

C

10

20

30

40

50

60

7O

8O

9O

C

C° . .

C

WEIGHT = 0.0

COUNT = 0.0

DO 6 I=I,70

Xl(1)=O.O

YI(I)=O.O

CONTINUE

INPUT DATA FILE NAME.

WRITE(7,10)

FOKMAT(1X,'INPUT DATA FILE ==> ',$)

I%EAD(5,20,EI_-ROO)FILE

FOP,MAT(AIO)

OPEN(UNIT=2,NAME=FILE,STATUS-_OLD ')

DO 30 I=I,i000

KEAD(2,*,END=40) X(I),Y(I)

CONTINUE

INDEX = I-i

IF(INDEX.EQ.68) GO TO 94

YMAX = -I.OE+30

XMIN = I.OE÷30

XMAX = -1.0E+30

D0 50 K=I,INDEX

XMIN = AMINI(XMIN,Y(K))

XMAX = AMAXI(XMAX,Y(K))

XCEN = (XMIN+XMAX)/2.0

XSCALE = (XMAX-XMIN)/67.0

DO 60 J=1,67

XI(J)=XMIN+XSCALE*FLOAT(J)

CONTINUE

DO 90 L=I,INDEX

DO 70 M=1,67

IF(Y(L).GT.XI(M)) GO TO 70

GO TO 80

CONTINUE

M=68

YI(M)=YI(M)÷I.0

CONTINUE

STATISTICAL MEAN DIAMETEKS DETEKMINED

DO 93 I:1,67

IF(I.EQ.1) GKPAVG = XI(I)I2.0

IF(I.NE.1) GRPAVG = (XI(I)+XI(I-I))/2.0

DIAMAX = YMAX

DAVSUM = DAVSUM ÷ YI(I)*GBPAVG
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93

94

95

97

I00

C

C° , .

C° o .

C

I0S

DSSUM = DSSUM + YI(I)*GRPAVG**2

DVSUM - DVSUM + YI(1)*GRPAVG**3

DWSUM - DWSUM + YI(I)*GB2AVG**4

SUMN - SUMN + YI(I)

SUM = SUM + YI(I)

WEIGHT - WEIGHT + (4./3.,PI*(GKPAVG/2.)**3)*YI(I)

CDNTIIfJE

DAV = DAVSUM/SUMN

DS = SQRT(DSSUM/SUM)

DV = (DVSUM/SUMN),*(I./3.)

DVS = DVSUM/DSSUM

DW = DWSUM/DVSUM

NSUM = IFIX(SUM)

GOTO 97

REWIND (2)

I_EAD(2,*) OCD,DAV,DS,DV,DVS,DW

DO 95 K'1,67

XI(K) - X(K÷I)

YI(K) - Y(K+I)

CONTINUE

XMAX - X1(67)

XNIN = Xl(1)-(X1(67)-Xl(6B))

XCEN = (XMIN+XNAX)I2.0

XQUA = (XCEN-XMIN)/2.0

X14 = XMIN ÷ XQUA

X34 = XCEN ÷ XQUA

CDUNT=O.O

DO 100 K=1,67

COI/NT=COUNT ÷ YI(K)

YMAX = AMAXI(YMAX,YI(K))

CONTINUE

NSUM = IFIX(COUNT)

YSCALE = YMAX/21.O

YSCALI = YMAX/199.0

IYMAX = IFIX(YMAX)

IYCEN = IFIX(.50*YMAX)

IYI4 - IYCEN/2

IY34 = IYCEN + IYI4

UTILIZING THE PSEUDO-GRAPHIC CAPABILITIES OF

DEC COMPATIBLE TERMINALS: INITIATE GEID.

CALL CHAKGK

WRITE(7,105) ESC, ESC

FORMAT('+',AI,'*O',AI,'n')

WRITE(7,110) ESC, ESC, ESC, ESC
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llO FOKMAT(IX.A1.'[H',A1.'[2J',Al.'[?3h'.A1.'[?251')

WRITE(7,115) CO(I:I),IYMAX

115 FORMAT('÷',1X,A1,2X,I4,2X,'w',16('q'),'w',16('q'),

16('q'),'w',16('q'),'k')

117 FORRAT(2X,A1,2X,I4,2X,'n',I6('q'),'n',I6('q'),'n',

16('q'),'n',16('q'),'u')

120 FORMAT(2X,A1,SX,'n',I6('q'),'n',16('q'),'n',

16('q'),'n',16('q'),'u')

DO 130 M=1,19

MI=M

IF(M.EQ. 5)WRITE(7,117) CO(MI:M1), IY34

IF(M.EQ. 5) GOTO 130

IF(M.GT. 5) GOTO 122

GOTO 128

122 .EQ.10)WRITE(7,117) CO(MI:M1), IYCEN

.EQ.IO) GOTO 130

.GT.IO) GOTO 124

128

124

128

130

140

&

145

IF(M

IF(M

IF(M

GOTO

M1=1

146

& 1137X

IF(M.EQ.15)WRITE(7,117) CO(MI:M1), IYI4

IF(M.EQ.15) GOTO 130

WRITE(7,140) CO(MI:M1)

CONTINUE

FOKMAT(2X,AI,8X,'x',16X,'x',16X,'x',

16X,'x',16X,'x')

WRITE(7,120) C0(1:1)

WRITE(7,145) ESC, ESC, ESC

FOKMAT('+',AI,'*B',AI,'n',AI,'[Om')

WRITE(7,146) XMIN, X14, XCEN, X34, XMAX

FOKMAT(8X,FS.1,12X,F5.1,12X,F5.1,12X,F5.1,12X,F5.1,

,'DIAMETER [microns]')

WKITE(7,161) ESC, ESC

WRITE(7,147) ESC, ESC, ESC, ESC, ESC, ESC

147 FOKMAT('+',AI,'[7;2f 5',

& A1,'[8;2f 6',

AI,' [9;2f 7',

& A1,'[lO;2f 8',

& Al,'[ll;2f 9',

AI,' [12;2f :')

161 FOR_iAT('+',AI,'* @',Al,'n')

DO 168 J = 12,78

Jl = J/t0

JO = J - 31.10

IF(J.LT.IO)JI=IO

IF(JO.EQ.O)JO=IO

NUMYO = NUMBER(JO:JO)
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C

C° . .

C

162

163

164

165

166

167

250

MUNY1 = MUMBER(JI:J1)

HISTOGRAM SCREEN PLOT

J2 = J-11

IF(YI(J2).LE.O.O) GOTO 168

NN2 = 4

NNI = IFIX(Yt(J2)/YSCALI)

I1 = 2

IO = 1

MUNXO = NUNBER(IO:IO)

NUNXI - NUMBER(II:I1)

IF(NNI.GT.4) GOTO 162

IF(NN1.EQ.t) WRITE(7,163) ESC,

IF(NNI.EQ.2) WRITE(7,164) ESC,

IF(NNI.EQ.3) WRITE(7,165) ESC,

GOTO 168

WRITE(7,166) ESC, (NAME(K),K=I,7)

FORMAT('+',A1,7AI,'I')

FORMAT('+',A1,7AI,'2')

FORNAT('+',A1,7AI,'3')

FORMAT('÷',AI,7AI,'4')

DO 167 I " 20,1,-1

NN2 = NN2 + 10

IF(NN2.GT.NN1) GOTO 250

I1 = I/lO

IO = I - I1,10

IF(I.LT.IO)II=IO

IF(IO.EQ.O)IO=IO

NUMXO = NUMBER(IO:IO)

NUMXI = NUMBER(II:I1)

WRITE(7,169) ESC, (NAME(K),K=I,7)

CONTINUE

NN2 = NN2 - 10

NN2 = NNI - NN2

I1 = 1/10

IO = I - I1,10

IF(I.LT. I0) II=I0

IF(IO.EQ.O)IO=IO

NUMXO - NUMBER(IO:IO)

NUMXI - NUMBER(It:It)

IF(NN2.EQ.I) WRITE(7,301) ESC,

IF(NN2.EQ.2) WRITE(7,302) ESC,

IF(NN2.EQ.3) WRITE(7,303) ESC,

IF(NN2.EQ.4) WRITE(7,304) ESC,

IF(NN2.EQ.5) WRITE(7,305) ESC,

(NAME(K),K=I,7)

(NAME(K),K=I,7)

(NAME(K),K=I,7)

(NAME(K),K=I,7)

(NAME(K),K=I,7)

(NAME(K),K=I,7)

(NAME(K),K=I,7)

(NAME(K),K=I,7)
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168

301

302

3O3

304

3O5

306

307

308

309

169

C

C...

C

IF(NNR.EQ.6) WRITE(7

IF(NN2.EQ.7) WRIt(7

IF(NN2.EQ.8) WRITE(7

IF(NN2.EQ.9) WRITE(7

CONTINUE

FORMAT('+',AI,TAI,'A')

FORMAT('+',AI,TAI,'B _)

FOKMAT('+',AI,7AI,*C _)

FORMAT('+',A1,7AI,'D')

FORMAT('+',AI,7AI,'E')

FORMAT('+',A1,TAI,'F')

FORMAT('+',AI,7AI,'G')

FORMAT('+',AI,7AI,'H')

FOKMAT('+',AI,TAI,'I')

FORMAT('+',AI,7AI,'J')

OUTPUT MEAN DIAMETERS TO SCREEN

170

,)

171

=' ,F7.1)

172

=' ,FT. I)

,306) ESC, (NAME(K),K=I,7)

,307) ESC, (NAME(K),K=I,7)

,308) ESC, (NAME(K),K=I,7)

,309) ESC, (NAME(K),K=I,7)

WRITE(7,145) ESC, ESC, ESC

CALL DATE(DAY)

CALL TIME(TIM)

WRITE(7,170) ESC

FORMAT('+',Al,'[3;85f','Spatial Distribution .........

WRITE(7,171) ESC, GCD

FORMAT('+',AI,'[S;85f',' Most Probable Dia.

WRITE(7,172) ESC, DAV

FORMAT('+',AI,'[6;85f',' Arithmetic Mean Dia. (DIO)

WRITE(7,173) ESC, DS

Mean Dia. (D20)

Mean Dia. (D30)

Sauter Mean Dia. (D32)

173 FORMAT('+',Al,'[7;85f',' Surface

=',F7.1) WRITE(7,174) ESC, DV

174 FDRMAT('+',Al,'[8;85f',' Volume (Mass)

=',F7.1) WRITE(7,175) ESC, DVS

175 FORMAT('÷',AI,'[9;85f','

=',F7.1) WRITE(7,176) ESC, NSUN

176

=',I7)

177

178

179

198

FORMAT('+',Al,'[ll;85f','

WRITE(7,177) ESC, FILE

FORMAT('+',AI,'[16;85f',' File:

WRITE(7,178) ESC, DAY

FORMAT('+',AI,'[17;85f',' Date:

WRITE(7,179) ESC, TIM

FOKMAT('+',AI,'[18;85f',' Time:

READ(7,198) JUNK

FORMAT(At)

Total Count

',AIO)

',9AI)

',9AI)

199

WRITE(7,199) ESC, ESC, ESC, ESC, ESC

FGRMAT(IX,Al,'[Om',AI,'[H',Al,'[?31',AI,'[2J',AI,'[?25h')

CLOSE(2)
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200

C

C° ° .

C

147

148

149

150

151

152

153

154

155

156

157

158

159

160

161

162

163

164

CALL SETCMD('RUN GRAPH _)

CALL EXIT

STOP

END

SUBROUTINE UTILIZED TO SET-UP HISTOGRAM SYMBOLS

SUBROUTINE CHARGE

BYTE ESC

DATA ESC / 27 /

WRITE(7,147) ESC, ESC

FORMAT('÷_,A1,'PO;33;1;O;O;O{ @???????/GGGGGGG',AI,'\')

WRITE(7,148) ESC, ESC

FOKMAT('e',A1,'PO;34;I;O;O;O{ @???????/KKKKKKK',AI,'\')

WRIT_(7,149) ESC, ESC

FOKMAT('+',AI,'PO;35;I;O;O;O{ @???????/MMMMMMM',A1,'\')

WRITE(7,150) ESC, ESC

FOKMAT('+',A1,'PO;36;1;O;O;O{ @???????/NNNNNNN',A1,'\')

WRITE(7,151) ESC, ESC

FORMAT('÷',A1,'PO;37;1;O;O;O{ @ ........ /NNNNNNN',AI,'\')

WRITE(7,152) ESC, ESC

FOKMAT('+',AI,'PO;38;I;O;O;O{ @ooooooo/NNNNNNN',AI '\')

WRITE(7,153) ESC, ESC

FOKMAT('+',AI,'PO;39;1;O;O;O{ @wwwwwww/NNNNNNH',A1 \')

WRITE(7,154) ESC, ESC

FORMAT('+',AI,'PO;40;I;O;O;O{ @{{{{{{{/NNHNNNN',A1 \')

WRITE(7,155) ESC, ESC

FOKMAT('÷',A1,'PO;41;1;O;O;O{ @}}}}}}}/NNNNNNN',A1 \')

WRITE(7 156) ESC, ESC

FORMAT('+',Al,'PO;42;I;O;O;O{ Q....... /NNNNNNN',A1 \')

WRITE(7,157) ESC, ESC

FORMAT('+',AI,'PO;17;I;O;O;O{ @WWWWWWW/??????? ,AI \')

WRITE(7,158) ESC, ESC

FOKMAT('÷',A1,'PO;18;I;O;O;O{ @[[[[[[[/?7???77 ,AI \')

WRITE(7_159) ESC, ESC

FOI_AT('+',AI,'PO;19;1;O;O;O{ @3]]]]]]/??????? ,kl \')

WRITE(7 160) ESC, ESC

FORMAT('+',AI,'PO;20;1;O;O;O{ @....... /??????? ,At '\')

WRITE(7 161) ESC, ESC

FORMAT('+',A1,'PO;21;I;O;O;O{ ©NOOM@@]/??????? ,kl '\')

WRITE(7 162) ESC, ESC

FORMAT('+',Al,'PO;22;1;O;O;O{ @'CCCCCC/??????? ,kl '\')

WRITE(7 163) ESC, ESC

FOR.MAT('÷',Al,'PO;23;1;O;O;O{ @PXTTTRP/??????? ,A1 '\')

WRITE(7 164) ESC, ESC

FORMAT('+',AI,'PO;24;I;O;O;O{ @PPPPPPM/??????? ,AI '\')
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165

166

WRITE(7,165)

FORMAT('+'

WRITE(7,166)

FORMAT('+'

CALL EXIT

STOP

END

ESC, ESC

,AI,'PO;25;I;O;O;O{ OMPPPPPM/???????',AI,'\')

ESC, ESC

,AI,'PO;26;I;O;O;O{ ©MPOOOPM/???????',AI,'\')
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APPENDIX C.3:MOD-1 Nozzle Input Pressure Determination

C

SUBROUTINE PRESSURE(NCHCK)

C+++++++++++++++++++++++++++++++++++++++++++++++++++÷+++++++++++-

+++++++++++ C

C SUBROUTINE TO DETERMINE WATER AND AIR PRESSURE FROM C

THE OMEGA TRANSDUCERS USING THE AXVII-C A-D BOARD. C

C++++++++÷+++++++++++++++++++++÷++++++÷+++++++++++++++++++++++++-

+÷+++++÷÷++ LOGICAL*I IKEY

C

C. ° ,

C° . °

C...

C

I0

11

C

C...

C

12

13

C

C, o .

C° ° °

C

BYTE ESC

DATA ESC / 27 /

CALL IPOKE("44,"tOOOO.OR.IPEEK("44))

THE FOLLOWING ARE THE APPROPRIATE OCTAL VALUES TO

BE STORED IN THE CSRs OF CH. 1 _ 2 TO START AN

A TO D CONVERSION OF THE PRESSURE TRANSDUCERS.

ISTRTI = "415

ISTRT2 = "1015

IF(NCHCK.EO.I) GOTO 12

WRITE(7,10) ESC, ESC, ESC

FORMAT('+',AI,'[2J',AI,'[?251',AI,'[H')

WRITE(7,11) ESC

FORMAT(IX,AI,'#6',' PRESS "C" to continue')

17770400 IS THE CSR (CONTROL STATUS REGISTER) FOR CH. 1

CALL IPOKE ("17770400, ISTRTI)

ICHK = IPEEK("I7770400)

IF(ICHK.NE."614) GOTO 13

17770402 IS THE DBR (DATA BUFFER REGISTER) FOR CH. 1

AND IPW IS THE WATER PRESSURE (DIGITAL VOLTS).

IPW = IPEEK("177770402)
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14

C

C...

C

CALL IPOKE("I7770400,ISTRT2)

ICHK = IPEEK("I7770400)

IF(ICHK.NE."1214) GOTO 14

IPA = IPEEK("I7770402)

IPA = -1.189 + 0.459_;*IPA

IPW = -1.95 + 0.4598_IPW

OUTPUT PRESSURE VALUES TO TERMINAL SCREEN

WRITE(7,18) ESC, ESC, IPW, IPA

WRITE(7,19) ESC, ESC, IPW, IPA

IF(NCHCK.EQ.I) GOTO 25

IKEY = ITTINR()

IF(IKEY.EQ.'C') GOTO 20

GOTO 12

18 FOKMAT('+',AI,'[22;1f',A1,'_3','WATER PRESSUKE = ',

& I3,' AIR PRESSUKE = ',I3)

19 FOKMAT('+',AI,'[23;lf',A1,'#4','#WATER PKESSUKE = ',

& I3,' AIR PKESSURE = ',I3)

20 CALL IPOKE("44,"I67777.AND.IPEEK("44))

WRITE(7,21) ESC,ESC

21 FOKMAT('+',AI,'[H',AI,'[2J')

25 RETURN

END
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APPENDIX C.4: PSP Magnification Correction Factor Determination

C

C+++++++++++÷++++++++@++÷++++++++++÷++÷+++++++÷++++++++++++++++÷-

4+4++++÷ C

C FUNCTIONS TO DETEI_INE CORI_ECTION FACTORS FOR

C MICRON TO PIXEL FACTORS WHICH DEPEND ON X AND Y.

C

C+÷+÷++÷++÷+++÷÷+÷÷++÷++++++++÷+++++++÷+++++++++++++++++÷÷÷+++++-

+÷**÷+÷+ FUNCTION XFACT(MAG,XPOS,YPOS)

IF(MAG.EQ.SO0) GOTO I00

C

C° o °

C

HIGH MAGNIFICATION X-CORRECTION

I00

C

C...

C

IF(XPOS.LE.IO0.O) XFACT=O.977+YPOS*8.09E-05

IF(XPOS.GT.IOO.O.AND.XPOS.LE.150.O)

XFACT=O.974+YPOS*2.60E-05

IF(XPOS.GT.150.O.AND.XPOS.LE.200.O) XFACT=O.967-YPOS*8.12E-07

IF(XPOS.GT.200.O.AND.XPOS.LE.250.O) XFACT=O.961+YPOS,4.73E-06

IF(XPOS.GT.250.O.AND.XPOS.LE.300.O) XFACT=O.961-

YPOS*5.46E-05 IF(XPOS.GT.300.O.AND.XPOS.LE.350.O)

XFACT=O.948-YPOS*3.72E-05

IF(XPOS.GT.350.O.AND.XP0S.LE.400.O) XFACT=O.943-YPOS*6.80E-05

IF(XPOS.GT.400.O) XFACT=O.gRo-YPOS*2.58E-05

RETURN

IF(XPOS.LE.IO0.O) XFACT=2.21+YPOS*O.290E-04

LOW MAGNIFICATION X-COR/_ECTION

IF(XPOS.GT.IOO.O.AND.XPOS.LE.150.O)

XFACT=2.22+YPOS*O.803E-04

IF(XPOS.GT.150.O.AND.XPOS.LE.200.O) XFACT=2.16÷YPOS*O.679E-04

IF(XPOS.GT.200.O.AND.XPOS.LE.250.O) XFACT=2.16÷YPOS*O.442E-07

IF(XPOS.GT.250.O.AND.XPOS.LE.300.O) XFACT=2.16-

YPOS*O.94ZE-04 IF(XPOS.GT.300.O.AND.XPOS.LE.350.O)

XFACT=2.11-YPOS,O.306E-07

IF(XPOS.GT.350.O.AND.XPOS.LE.400.O) XFACT=2.10-YPOS*O.124E-03
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C

C. ° °

C

IF(XPOS.GT.4_.O)

_TURN

END

XFACT--2.07-YPOS*O. 135E-03

FUNCTION YFACT(MAG,XPOS,YPOS)

IF(MAO.EQ.500) GOTO I00

HIGH MAGNIFICATION Y-COB_CTION

IF(XPOS.LE.IO0.O) YFACT=O.977-YPOS*9.17E-OS

IF(XPOS.GT.IOO.O.AND.XPOS.LE.t50.O) YFACT=O.981-

YPOS*l.24E-04 IF(XPOS.GT.150.O.AND.IPDS.LE.200.O)

YFACT=O.981-YPDS*I.19E-04

IF(XPOS.GT.2OO.O.AND.XPOS.LE.2SO.O) YFACT=O.990-YPOS*t.63E-04

IF(XPOS.GT.2SO.O.AND.XPOS.LE.300.O) YFACT=I.OOO-YPOS*1.96E-04

IF(XPOS.GT.300.O.AND.XPOS.LE.350.O) YFACT=1.014-

YPOS*2.19E-04 IF(XPOS.GT.350,O.AND.XPOS.LE.400.O)

YFACT=I.O27-YPOS*2.63E-04 IF(XPOS.GT.400.O) YFACT=I.029-

YPOS*2.69E-04

RETURN

I00

C

C...

C

IF(XPOS.LE.IO0.O) YFACT-2.10-YPOS,O.183E-03

LOW MAGNIFICATION Y-CORRECTION

IF(XPOS.GT.IOO.O.AND.XPOS.LE.150.O) YFACT=2.1S-

YPOS,O. 268E-03 IF (XPOS. GT. 150. O. AND. XPOS. LE. 200. O)

YFACT=2.12-YPOS,O. 315E-03

IF (XPDS. GT. 200. O. AND. IPOS. LE. 250. O) YFACT=2.13-YPOS,O. 313E-03

IF (IPOS. GT. 250. O. AND. XPOS. LE. 300. O) YFACT=2.15-YPOS,O. 397E-03

IF (XPOS. GT. 300. O. AND. XPOS. LE. 350. O) YFACT=2.18-

YPOS, O. 484E-03 I F (XPOS. GT. 350. O. AND. XPOS. LE. 400. O)

YFACT=2.19-YPOS*O. 505E-03 IF (XPOS. GT. 400. O) YFACT=2.18-

YPOS,O. 509E-03

RETURN

END
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APPENDIX D: Mean Diameter Calculations

Arithmetic Mean Diameter (AMD)

_iN=l nidi

n(10) = EN=, nl

Area Mean Diameter (ArMD)

hide/

n(2o)= E_=,-i

Volume Mean Diameter (VMD)

F
N ._/di. 3

D(30) = ,tZ_-_x
N nEi=l i

Sauter Mean Diameter (SMD)

where

iN = total number of bins

ni = counts per bin
di = diameter for size class i

D(32) =
__,iN1 ni d_

,__,iN=l ni d_

(12.1)

_12.2)

(12.3)
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APPENDIX E: Cole-Palmer Flowmeter Calibration Data

Scale Reading Flow-rate (gpm) 1

30 0.022

40 0.031

50 0.040

60 0.050

7O O.059

80 0.069

90 0.078

100 O.O9O

110 0.100

120 0.110

130 0.120

140 0.130

*Calibration values were verified by replication.
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APPENDIX F: OMEGA Pressure Transducer Calibration Data

Table 14.1: S/N: 850502
Standard Pressure Output Voltage

Corrected to psia (miUiv_ts)

0 9.20

10 15.00

20 21.70

30 28.30

40 34.80

50 41.45

60 47.95

70 55.20

80 61.70

90 68.60

100 75.20

110 80.70

Table 14.2: OMEGA S/N: 850311

Standard Pressure Output Voltage

Corrected to psia (millivdts)

0 9.80

10 16.00

20 22.90

30 29.10

40 35.75

50 42.60

60 49.10

70 56.20

80 62.60

90 69.40

100 75.8O

110 81.50

*Calibration values were verified by replication.
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